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This publication implements Air Force Policy Directive (AFPD}2Management, Operation

and Use of Transportation Vehicleend supports Air Force Instruction (AFI)-281, Ground
Transportation for the use of Air Force (owned, rented or leased) government motor vehicles
(GMVs). Itis a guide to everyday operations, as well as drivingrutitfecult conditions. For

the purposes of this document, GMV refers to owned, rented, or leased tacticattactioah
vehicles operated on or dfighway. When more information is needed for a specific vehicle,
check the Manuf acual TeehnidalsOrdéerpO), art Qualifscatidv & naining
Package (QTP) written for that vehicle. It applies to all organizations and personnel, including
Air Force civilian employees and members of the Civil Air Patrol, when conducting missions for
the Air Face as the official Air Force Auxiliary, that use GMVs in any way, including the Air
Force Reserve (AFR), and Air National Guard (ANG), except where noted otherwise. Send
comments and suggested improvements on AF Form BéZpommendation for Change of
Pubication through Air Force Installation and Mission Support Center (AFIMSC) functional
managers to United States Air Force, Directorate of Logistics (USAF/A4LR), Deputy Chief of
Staff (DCS)/Logistics, Engineering & Force Protection, 1030 Air Force Pent&gashington

DC 203301030. This publication may be supplemented at any level, but all Supplements must
be routed to the OPR of this publication for coordination prior to certification and approval.
MAJCOM supplements must also be routed to USAF/A4liRrgo certification and approval

for implementation. The authorities to waive wing/unit level requirements in this publication are
identified -Qyim-1, W2, &3 0N)i emumkielr f ol |l owing the con
AFI 33-360, Publications and-orms Managemenfor a description of the authorities associated
with the Tier numbers. Submit requests for waivers through the chain of command to the
appropriate Tier waiver approval author-ity, o
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tiered compliance items. Ensure all records created as a result of processes prescribed in this
publication are maintained in accordance with AFMAN3&3 Management of Recordand
disposed of in accordance with the Air Force Records Disposition Schedated in the Air

Force Records Information Management System.

SUMMARY OF CHANGES

This document has been substantially revised and must be completely reviewed. Significant
changes include the reduction of duplicative guidance, choosing instead to direeader to

the most appropriate guidance. There was also a significant reduction in acronyms and
abbreviations throughout the manual. Where appropriate, waiver authority has been lowered and
directive statements removed to afford greater installd¢iesi latitude in application of ground
transportation services. Previously consisting of 16 chapters; the rewritten manual now consists
of 14 chapters. Major changes include the removal of general driving information and operation
of motor vehicles on miary air fields.

AFI 36-2651, Air Force Training Program is now obsolete and has been updated to reflect AFI
36-2670, Total Force Development. Added to the definition of Direct Mission Support to
include Aircrew. Removegaragraph 1.7.4 (misuse reporting) to deconflict with AFI Z3D1.
Updated UDI definition to deconflict with AFI 2301 Para 3.16.3. Updated verbiage for
maintaining log of misuse cases. They are to be kept on file for three years 80 24
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Chapter 1
ROLES AND RESPONSIBILITIES
Section 1A Introduction

1.1. Intro duction. Military and civilian operators of Air Force GMVs must meet specific
gualifications to be certifiedT-0). The term operator denotes a level of competence in the safe
operation as well as an wunder sttomdTihisigcludes t he
an understanding of current sabmponents such as technologically advanced communications,
navigation, intercom systems, -board material handling cranes, setovery winches,
integrated nightiision devices, weapons support syste onboard electronic diagnostic systems,

and load responsibility.

Section 1B Roles and Responsibilities

1.2. USAF/A4LR - Headquarters USAF Logistics Readiness Division
1.2.1. Develops policy for effective operation and official use of GMVs.

1.2.2. Liaises between Department of Defense (DoD) and components on operation of
GMVs and official use considerations.

1.3. AFIMSC, NGB and AFRC

1.3.1. AFIMSC, NGB and AFRC will validate and manage enrollment for the Ground
Transportation NCOIC Course by selegtifiechnical Sergeant selects, Technical Sergeants,
and Master Sergeants with 18 or less years in service when filling seat alloc@fidns.
NOTE: Ground Transportatiopersonnel meeting the above criteria who recently returned to
the career field from ®evelopmental Special Duty or are currently serving in adeep
positions will be given priority during the selection process.

1.3.2. Identify personnel attending Training, Validation, and Operations Examiner Course.

1.3.3. Air Force Domicile to Dut (DTD) requests will be coordinated through AFIMSC,
NGB or AFRC, as appropriate, prior to submission to AF/A4(0R1). AFIMSC, National

Guard Bureau and Air Force Reserve Command are not the action officer for DTD requests,
but will conduct a Subject Metr Expert (SME) technical assessment of the request and
provide a concur/nenoncur recommendation to the decision authority.

1.3.4. Create, review and approve standardized vehicle Qualification Training Packages, as
applicable.

1.4. Installation Commanders and Directors (or equivalent). Ensures the official use of
GMVs and enforces GMV policy in favor of strict compliance with rules outlined in this manual,
AFIl 24-301 and DoDM 4500.36Acquisition, Management, and Use of DoD Nattical
Vehiclesto preclude improper use of appropriatio(is-0).
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1.5. Logistics Readiness Squadron Commanders and Directors (or equivalent)

1.5.1. Administer the installation Vehicle Misuse Reporting and Investigation Program in
accordance with (IAW) AFI 2801,Ground Transportation (T-1).

1.5.2. Using the parameters ipara 1.3.1 identify to AFIMSC/XZTE the members
attending the Ground Transportation NCOIC course.

1.6. Unit Commanders
1.6.1. Appoint Vehicle Control Officials IAW AFI 2402, Vehicle Management

16.2.0ver see uni t 6s GMV qualification progr ar
requirements for civilian personnel who operate GMVs.

1.6.3. When notified by the Logistics ReadineSquadron (LRS) Commander, investigate

GMV mi suse and respond to the LRS Commander ¢
prevent further occurrences (if appropriate) within 15 calendar days of notificaNORE:

At AFR installations, if the commandés a Traditional Reservist, replies should be by the

next scheduled Unit Training Assembly.

1.6.4. Be familiar with GMV use restrictions and what constitutes official use.

1.6.5. Restrict use of all GMVs, including those rented or leased, for officigdoses only,
i.e., in support of authorized DoD functions, activities, or operations only.

1.6.6. Notify the LRS/Operator Records and Licensing (OR&L) section of all suspension
and reinstatement actions IAW AFI-301,Ground Transportation(T-1).

1.6.7. Ensure unit personnel are briefed annually on Air Force policy regarding official use,
accident reporting procedures, vehicle abuse, vehicle misuse, discrepancy reporting, proper
backing, use of spotters and use of DD Form Bt8jdent IdentificatiorCard, SF 91 Motor

Vehicle Accident Repgriand SF 94 Statement of Witnes¢T-1). Briefings should be
documented and tracked by the Vehicle Control Officer or commander in a central location
(Vehicle Control binder, electronic database, individual tngmecord, etc.).

1.6.8. Support the installation Accident and Abuse Program to include reimbursements IAW
AFI 24-302,Vehicle Management

1.7. LRS - Ground Transportation
1.7.1. Serves as the functional experts on GMV Official Use determinations.

1.7.2 Ensures each unit that utilizes the Online Vehicle Interactive Management System
Dispatch Module (OLVIMS) has a base site code loaded into the module. If there is a
requirement to add a base and or site code to OLVIMS Dispatch Module, a request must be
submitted through AFIMSC, NGB or AFR, and then submitted to the Air Force Program
Executive Office ESC/HGGJV Program Management Offiel).

1.7.3. National Guard Bureau and Air Force Reserve units operating their own LRS or
transportation functions Wimaintain separate OLVIMS Dispatch Module Site Codes to de
conflict National Guard Bureau, Air Force Reserve, and Regular Air Force Duty Ground
Transportation manpower and license data collectfdrl).
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1.8. Vehicle Control Officials

1.8.1. Ensure uit personnel are briefed annually on Air Force policy regarding official use,
accident reporting procedures, vehicle abuse, vehicle misuse, discrepancy reporting, proper
backing, use of spotters and use of DD Form 518, Accident Identification Card, BBtoL,
Vehicle Accident Report, and SF 94, Motor Vehicle Accident Statement of Witii€sk).
Briefings will bedocumented and tracked by the unit Vehicle Control Official or commander

in a central location (Vehicle Control Official binder, electronicatlase, individuals
training record, etc.)(T-1).

1.8.2. Serve as the certifying official on the AF Form 1Request for Driver Training and
Addition to U.S. GoMEIl)nment Driverods License

1.8.3. Support the installation Accident and Abuse Program to include reimbursements IAW
AFI 24-302,Vehicle Management.
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Chapter 2
OFFICIAL USE OF GOVE RNMENT MOTOR VEHICLE S
Section 2A Official Use Requirements

2.1. Official Use of GMVs. GMVs are closely contrtdd because of their easy accessibility,

high visibility and potential for misuse. DoDM 4500.36, implements federal law (e.g., 31 United
States Code (U.S.C) 81344 and 40 U.S.C §&D1) and prescribes the limited use of GMVs to
official governmental purmes. Unauthorized use of GMVs results in unneeded expenditure of
funds and creates public criticism. Commanders, operators of GMVs, and the base populace
must be familiar with GMV use restrictions and what constitutes official use of government
vehicles(T-0).

2.1.1. Initial and Annual Training Requirement. Annually, the unit Vehicle Control
Official, or commanders with permanently assigned GMVs, will brief their personnel on Air
Force policy IAW para. 1.6.7 This trainng will be documented and tracked by the unit
Vehicle Control Official or commander in a central location (Vehicle Control Official binder,
electronic database, individuals training record, e(d@.}1).

2.1.1.1. Operators of Air Force GMVs will operateMVs for official use only and in
compliance with this manual, federal and state law, as wells as DoD and Air Force
guidance as they apply to the proper, safe, and efficient operation of Air Force GMVs.

(T-0). Unit members are required to contact theiratn6s VCO f or traini ng
operation of a GMV.

2.1.2. Restrict use of all GMVs, including those rented or leased, for official purposes only,
i.e., in support of authorized DoD functions, activities, or operations ¢nk2).

2.1.3. Transpatation by a GMV shall not be provided when the justification is based
principally on reasons of rank, position, prestige or personal conveni€in€y.

2.1.4. When questions arise about the official use of a GMV, they will be resolved in favor
of stricd compliance with statutory provisions and AFI2d1 and DODM 4500.36(T-0).

Refer requests which appear to conflict with governing directives to the Ground
Transportation Noncommissioned Officer in Charge (NCOIC) for review.

Section 2B General Use Rgmnsibilities

2.2. General Use Responsibilities.

2.2.1. All personnel responsible for operating GMVs in any capacity and those developing
vehiclerelated training plans should remain current with this manual and related installation
policy and or instructions.

2.2.2. Alcoholic beverages will not be consumed @MVs. (T-0). Operators will not
consume alcohol eight hours prior to duty or prior to operating any GNIM§). Operators

are ultimately responsible for exercising good judgment by imposing additional time
constraints as needed.
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2.2.3. Personal or gvernmentissued handheld wireless devices (e.g., phones or text
messaging equipment) or any other type of electronic devices will not be used while
operating a GMV. (T-0). Handsfree communication equipment (bkmoth enabled
vehicles, speakerphonesinglebud earphones, mounted phones, etc.) may be used IAW
applicable state or local laws.

2.2.4. Tobacco or alcohol products will not be used in GMYE-0).
2.2.5. Food will not be consumed while operating a GMY -0).

2.3. Making Official Use Determinations. When guidance does not specifically fit a request
for transportation support, commanders must consider the following prior to approving the use of
a GMV: (T-0).

2.3.1. The purpose of the vehicle use must be essentitietsuccessful completion of a
DoD function, activity, or operation(T-0).

2.3.2. The purpose of the vehicle use must be consistent with the purpose for which the
GMV was acquired(T-0).

2.3.3. If provided, GMV transportation used must be the most @ffective method of
satisfying the requirement, consistent with AF321L. (T-0).

2.4. Priority of Transportation Services. When vehicle transportation is essential to the
performance of official business, the following methods shall be considettd order shown
to the extent they are available and capable of meeting mission requireief)s:

2.4.1. Scheduled DoD bus service.
2.4.2. DoD specially scheduled leased or owned bus service.
2.4.3. Van pools.

244.GMV centrallyi dalksgppabpbedt iidma.x (Exampl e:
support requested from Ground Transportation).

2.4.5. GMV individually dispatched to licensed service member or civilian employee.
(Example: Unit assigned vehicle orfive-It from Ground Transportatiy.

2.5. Vehicle Misuse Reporting. Report all suspected misuses to B®und Transportation
utilizing the AF Form 870U.S. Government Motor Vehicle Suspected Misuse Re&poytind
Transportation conducts an initial technical assessment of the intodéetermine if regulatory
official use guidance may have been violald@TE: AF/A4LR serves as the primary poiot-

contact for misuses or reckless vehicle operation allegations reported to General Services
Administration.
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2.5.1. Ground Transportationotiects the information and conducts a technical assessment
for review IAW AFI 24301. Ground Transportation then forwards the AF Form B78,
Government Motor Vehicle Suspected Misuse Rdpdiie LRS commander and then who

will forward the documentain onto the appropriate unit commander. Commanders have 15
calendar days to respond to the LRS commander's assessment and identify actions taken to
prevent further occurrences (if appropriate). Unit commander responses should address
requirements iderfted in paragraph 2.3 NOTE: At Air Force Reserve installations, if the
commander is a Traditional Reservist, replies will be by the next scheduled Unit Training
Assembly.

2.5.2. Ground Transportation maintains a log of répdrmisuse cases IAW AF| Z3D1.
The misuse log with technical assessments and unit responses will be kept on file for three
years (RDS: T203R10.00).

2.6. Penalties for Misuse of DoD Motor Vehicles.The negligent or willful misuse of a GMV
may be causéor disciplinary action as described in DoDM 4500.36., Enclosu(@®). This
includes action against military members for violation of Article 92 of the Uniform Code of
Military Justice.

2.6.1. Misuse, acts or omissions resulting in misuse of GM\Mgngx, rented, or leased)
may result in disciplinary action; refer to AFI-301, The Inspector General Complaint
Program for guidance on fraud, waste and abuse.

Section 2@ Authorized Uses of GMVs for Temporary Duty Support

2.7. Temporary Duty. Transportation may be provided between lodgings and duty stations for
personnel on temporary duty when public or commercial resources are inadequate or
nonexistent. The temporary duty status of an individual does not necessarily justify the use of a
GMV or its use for personal convenience. Use of the vehicle will always be predicated on need,
distance involved, and other conditions that justify its use to further the DoD and Air Force
mission. (T-0). When an adequate DoD or commercial bus system idahlaior can be
provided, the use of any GMV or commercial rental car is prohibited.

Section 2@ Standard Authorized Uses of GMVs for Permanent Party Mission Support

2.8. Permanent Party. Official use by Regular Air Force personnel includes transportémion

or from Air Force scheduled appointments- am off-base, e.g., Military Personnel Section
records check, dent al appointment s, commander
prevent transportation that circumvent official use rules for mapaf morale or personal
convenience), urinalysis testing and hospital outpatient appointm@ntk).. GMV travel is not

authorized for elective surgery, procedures or treatments where the member would otherwise not

be entitled to government travel. éJgansportation priorities specifiedparagraph 2.4
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2.8.1. Permanent party personnel conducting officialtdfe duties are authorized to stop at
off-base eating establishments in the immediate vicinity or direct route @ffbase work

site. Stopping at (oror off-base) private quarters for any reason or stopping for shopping or
personal convenience purposes is prohibited. The intent is to allow for those personnel
working away from their duty location, for extemdeeriods, the opportunity to obtain meals
without incurring an additional time and fuel cost of returning to the installation. This is not

to be taken as authority to stop as a matter of personal convenience when in transit between
sites, whether oror off-base.

2.8.2. Personnel conducting official efase duties are authorized to respond to personal
emergencies that may arise while they are conductingasfé duties in a GMV. Personal
emergencies are defined as notification of a life threatenisgravus injury to a dependent,
family member, or substantial damage to personal property, such as a home fire.

2.8.3. Commercial Terminal Transportation. Use of resources to support administrative
activities, for which sufficient public transportationammmercial services exist to fulfill the
need, detracts from direct mission support and should be avoided. Use of GMVs for travel to
transportation terminal are location and/or instance specific. Contact the servicing Ground
Transportation office and rexf to AFI 24301, and DODM 4500.36, Enclosure 5 for more
information.

2.8.3.1. National Capitol Region. Terminal transportation is not authorized in the
National Capital Region and Pentagon Area IAW DoD Administrative Instruction 109
unless necessary lmese of emergency situations, to meet security requirements or
unusual circumstances. Approval authority for services provided under this exemption is
Air Force District of Washington (AFDW)/A4. All requests must contain a detailed
explanation of why thexemption is required under one of the above noted clauses.

2.8.4. Mortuary Affairs. GMV support may be authorized IAW AFI &D1, Mortuary
Affairs Program.

2.9. Event Participation.

2.9.1. Public Ceremonies.The use of GMVs may be authorized for military and civilian
personnel officially participating in public ceremonies, military field demonstrations, and

parades directly related to official acti vit
and including: serving as a presiding officer, host, chaplain, master of ceremonies, guest
speaker or a proffer. Merely attending doe

the public ceremony has been established as an alternate duty location.

2.9.2. General shuttle support from one official location to another official location may be
used as a mitigation measure IAW a vulnerability assessments IAW D&DOQ16V1,
DoD Antiterrorism Program Implementation

2.9.3. The use of GMVs is authorized transport immediate family members (i.e., spouse,
chil dren, and parents) of the sponsor i n s
Commander is the approval authoriyf.-0).
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Section 2B Special Authorized Uses of GMVs for Permanent Party NbssSupport

2.10. Mission-Specific Authorizations. Certain missiorspecific allowances are authorized if

incident to the performance of duty. Units will submit requests and justification to Ground
Transportation for SME review/recommendatiofiT-1). The consolidated package with the

LRS Commander s recommendations will be <coor
Advocate and then onto the Installation Commander for review and final determirf@tibh.

Approval determinations will be provided ¢éach requesting unit commandé€if.-1). Mission

specific authorizations will not be extended to activities other than those listed in this section.

2.10.1. Emergency Response Forceslravel to on base eating establishments and base
gymnasium by Emergeny Response Forces when on alert status is approved. This approval
includes the use of Military Dining Facilities and NAF/AAFES/ Defense Commissary
Agency operated eating establishments to include commissary and shoppette. The intent is to
allow personneto remain on duty and maintain the ability for immediate response while
securing meals for health and sustenance. Leadership within units authorized to travel to on
base eating establishment must ensure personnel do not abuse or cause negative public
perceotion by frequenting establishments for reasons other than obtaining rfiedlks.
Personnel are prohibited from using GMVs for travel to and from their private quarters under
this provision.

2.10.2. Bulk Meals/Flight Kitchens. Unit commanders may appr@wse of GMVs for the
purposes of securing carout meals in bulk from obase military dining facilities or flight
kitchens. Examples include: Aircrew, Passenger Terminal, and Mobility and/or Contingency
Support. Do not grant any of the above authoritieshe personal convenience of personnel.
Bulk Meals/Flight Kitchen support will be approve in accordance with the above mission
specific authorization guidanc@.-1).

2.10.3. Unless specifically authorized in another section of this instruction, &oeFGMVs
will not be used to transport personnel or equipment to or from base housing areas or other
private quarters located either on or off the installafjior0).

2.10.4. Missionspecific authorizations will not be extended to activities other than those
listed inparagraph 2.10.1(T-0).

2.11. MAJCOM, Numbered Air Force, and Installation Commanders. When a permanently

assigned vehicle iauthorized, Installation, Numbered Air Force, and MAJCOM commanders

may use that GMV for obase travel to locations and tasks related to personal health and
sustenance (except member 6s residence). Thi s
responsility to ensure an immediate response capability and to facilitate travel to meet official
responsibilities. Permanent party official use rufgsdgraph 2.8) apply for offbase travel and

stops. All other official use consints as described in this chapter, including the provisions on
dependent and family member travel, apply.

2.11.1. This authorization shall not be interpreted as authority to use the GMV for stops at
their residence or other domicite-duty transportatin. (T-0).



AFMAN24-306 30 JULY 2020 23

2.12. Operations Group Commanders (OG/CCs).When a telecommunicatiomjuipped,
permanently assigned GMV is authorized, OG/CCs may drive that GMV -tmasm eating
establishments (Military Dining Facilities and Nappropriated Funds/AAFES/ Dafse
Commissary Agency operated eating establishments to include commissary and shoppette) while
performing their duties in connection with official business. The intent of the policy is to allow
OG/CCs to use the assigned GMV for these activities whadentaining access to mounted
telecommunications equipment. This shall not to be interpreted as authority to use the GMV for
stops at their residence or other domitdeduty transportation(T-0).

2.13. Domicile to Duty (DTD). Transport of individualsn GMVs from their domicile to place
of employment or hom#&-work is not transportation for official purposes, except as specifically
identified or approved in accordance with DoDM 4500.36.

2.13.1. Air Force DTD requests will be coordinated through AB® National Guard
Bureau or Air Force Reserve Command for technical assessment and recommendation prior
to submission to AF/A4L(T-1)

Section 2 Dependent and Pet or Service Animal Transportation Support

2.14. General Dependent Transportation Support. Transportation of family members is the
responsibility of the sponsor. Spouses are not considered representatives of the United States,
DoD, or Air Force, except when traveling on an approved invitation travel authorization (see
paragraph 2.15).

2.14.1. A military dependent may accompany their military or civilian employee sponsor
when the GMV is being used to accomplish official business, the military or civilian sponsor
will participate in an official capacity for theration and there is space available.

2.14.1.1.0n a space available basis, accompanying the military member or civilian
personnel in the GMV to meet the Air Force
the use of the vehicle has already been authotzextcomplish the official business.
Transportation will be provided at no additional cost to the governm@0). The

vehicle must be no larger than required for the official busine$$-0). Such
transportation will be included in annual accougtend reporting of domiciteo-duty
transportation for the Air Force member spouse.

2.14.1.2.0n a space available basis, dependents may use publicized, regularly scheduled
shuttle buses or mass transportation services. Space available basis mayildou
circumvent travel to support events such as: breakfasts, luncheons, dinners, icebreakers,
socials, holiday parties, fiflights and homecomings etc. The events listed in this
paragraph are examples and do not constitute amcalisive list.

2.14.1.3. Dependents of personnel who are authorized by DoD to receive detuicile
duty transportation may proceed independently to or from an official function in a GMV
when the dependent's presence at the function is in the best interest of the gavernmen

2.15. Invitational Travel Authorization Special Dependent Transportation Support.

2.15.1. Spouses on official ITA orders are authorized ground transportation in direct support
of the invitation only,e.g., travel to and from transportation terminallets, and event
site(s). Contact LR&round Transportation for more information.
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2.16. Pet and Service Animal Transportation Support.

2.16.1. The use of GMVs for the transportation of family pets is authorized for Permanent
Change of Station (PCS) (i.e., only PCS moves at austere locations where public or private
transportation is not available), execution of Installation Emergency ManageragniNieh
Combatant Evacuation Operation, SAFEHAVEN, etc. The pet must always be under the
control of the owner, either leashed or caged, in order to ensure the safety of the operator and
passengers(T-1). Owners will be held responsible for the behawbttheir pets and any

costs associated to damage caused by thegpet).

2.16.2. Service animals are authorized to accompany the individual requiring support in
GMVs. The service animal must always be under the control of the owner, either leashed,
harnessed or caged, to ensure the safety of the operator and pass@ndgrsOwners will

be held responsible for the behavior of their service animal and any cost associated to
damage caused by the anima(T-1). Failure to do so will result in themmediate
termination of support(T-1).

Section 2@ DoD Agency Transportation Support (nemclusive)

2.17. Civil Air Patrol Support. Civil Air Patrol is authorized Air Force transportation support
when performing Air Force assigned missions as a volunteer civilian auxiliary of the Air Force
IAW AFI 10-2701, Organization and Function of the Civil Air PatrolAir Force Installation
Commanders may providgvernment transportation and equipment to Civil Air Patrols on

a temporary basis. When providing transportation or equipment to Civil Air Ratits| the
Installation Commander must also provide a sufficient number of qualified personnel tte opera
the vehicles or equipmen(T-1). If requested by Civil Air Patrol, the Air Force may provide
licensed and qualified operators for Civil Air Patgibund transportation support. Civil Air
Patrolmembers are not authorized to drive GM\(3.-1). Refa to AFI 102701 for questions
regarding authorized Civil Air Patrsupport.

Section 2H General Unauthorized uses of Air Force Vehicles (Note: This is not an exclusive
list)

2.18. Miscellaneous Event Support.Breakfasts, luncheons, dinners, icebreakesgials,
holiday parties, finilights, picnics, wing/unit booster clubs, other private organizations, fridge
funds, fundraisers or activities resulting in fundraising, TOP 3 or 4, company grade officers or
enlisted councils, Air Force Balls and similareats, shopping, sightseeing, clubs or functions
on- or off-base are not official. As such, they are not authorized for GMV support. The events
listed in this paragraph are examples and do not constitute-iaclaflive list.

2.19. Personal or Social lBgagements.Members and their dependents will not use GMV
transportation for personal social engagements or personal bugin€3s Members and their
dependents may use publicized, regularly scheduled transportation services onavaitaue
basis. Larger vehicles will not be provided to accommodate sjpaedable passenger§T-0).

2.20. Household Goods MovementDo not use GMVs for personal or governmdirected
household goods move§T-0).
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2.20.1. Members are not authorized GMV suppant moves related to dormitory renovation

or commandedirected relocations. Members facing such moves are authorized to receive
all appropriate personal property shipping entittements. Refer requests for household goods
moves to LRSPersonal Property Higent. (T-0).

2.21. GMV Parking Locations. Unless incident to the performance of official duty, do not use

or park GMVs at commissaries, base exchanges (including concessions), bowling centers, officer
and enlisted clubs, gymnasiums or any Ngpropriaéd Fund activity (i.e., golf courses, rod &

gun clubs) unless authorized as set fortGlmpter 2.

2.22. Permissive TDY Status.Members traveling in Permissive Temporary Duty status are not
authorized dedicated appropriated funded GMV transportation support. Permissive Temporary
Duty status is authorized at no cost to the government. Members in this duty status may use
publicized regularly scheduled transportation services (e.g., shuttle buses, airport transportation
service) on a spaeavailable basis. Do not provide a larger vehicle to accommodate- space
available passenger§T-0).
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Chapter 3
LICENSING AND TRAINI NG

Section 3A Operator Records and Licensing (OR&L) General Information and
Administration

3.1. Policy. Air Force GMVs shall only be operated by military personnel, civilian employees,
approved civilian contractors and Nappropriated Fund employees who meet aleda of this
manual and criteria found in AFI 28D1. (T-0). All personnel operating a GMV will be
licensed IAW AFI 24301 and this manual. Ground Transportation Leadership is the installation
authentication officials.

3.1.1. United States Air Force Aaclemy cadets are authorized to operate Air Force vehicles.

3.1.2. Reserve Officer Training Candidate (ROTC) cadets under an enlistment contract and
issued a military identification card are considered active duty military and are authorized to
operate AifForce GMVs IAW AFI 24301,Ground Transportation.

3.1.3. Military or government civilians assigned to, or detailed to provide support to, Civil
Air Patrol may operate GMVs.

3.1.4. Junior Reserve Officer Training Candidate (JROTC) instructors are ereployé¢heir
local school districts and not the Air Force. Therefore, they are not authorized to operate
GMVs. (T-1).

3.1.5. Foreign military personnel may operate Air Force vehicles when on official orders
performing temporary duty or deployed to an Rworce installation. The individual must
present an international license and/or applicable military license issued by their military
service. (T-0). Before operating any Air Force vehicle, the vehicle operator must
demonstrate proficiency and be bregfby the sponsoring unit on official use policies,
accident reporting, vehicle abuse and operator care responsib{litid3. Additionally,
members must receive Local Conditions Course IAW AF20Z, The U.S. Air Force
Traffic Safety Programif in Temporary Duty status more than 30 day$-1). Permanently
assigned foreign military personnel may operate Air Force vehicles provided such support is
approved by the Installation Commander, often by Memorandum of Understanding or
Memorandum of Agreemenhd are in compliance with other licensing requirements in this
chapter.(T-1).

3.2. OR&L Office. This office is responsible for licensing and maintaining motor vehicle
operator records for those military and civilian personnel authorized to operdieréér owned,
rented or leased motor vehicles requiring additional training and certification.

3.3. Driver Records. The OR&L staff maintains active records (AF Form 22@ferator
Qualification Recordl for all authorized operators requiring additionaéfising assigned to the
installation. Operator records will be retained in the Online Vehicle Interactive Management
System (OLVIMS) Dispatch Module(T-1).
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3.3.1. When personnel transfer from one unit or installation to another, their driver record
mustbe wupdated by the gaining unitds servicir
office prior to operating a GMV at their new unit/installatiff-1).

3.3.2. Vehicle Control Officials coordinate with assigned personnel and the OR&L office for
renewal ad/or outprocessing of personnel with expired licenses, as appropriate.

3.4. Military and Civilian Employee Licensing. Operation of Air Force GMVs requires
possession of a valid Department of Defense issued Common Access Card and valid state motor
vehick operatorodés |l icense.

3.4.1. Operation of noftactical Air Force GMVs where the gross vehicle weight rating
(GVWR) is less than 26,000 pounds, designed to transport 8 passengers or less and does not
have a standardized AFQTP, requires a valid state mowmth i cl e oper ator 6s
valid DoD issued Common Access Card. No further licensing is required.

3.4.2. Operation of all other Air Force GMVs (to include tactical vehicles and material
handling equipment) requires additional training, certificgtand licensing.

3.4.3. Completion of additional training and certification will be documented on the AF
Form 2293. (T-1). Operation of GMVs is limited to those vehicles identified on the AF
Form 2293 and those that can be operated with only astditemmo v e hi cl e oper at c

3441 nternati onal driverso | icenses USaArnot Dbe
Force Motor Vehicle Operator Identification Card.he Air Force will honor validated sister

service licenses such as the OptioRakm (OF) 346,U.S. Government Motor Vehicle
Operatorés |l d@dAxi fication Card

3.4.5. Special Licensing considerationsDue to mission and type, specific vehicles have
been given a special licensing consideration. Vehicle training and certifications for those
vehicles designated iparagraph 3.4.5.1will be documented in personnel recardd -0).

The owning unit must ensure proper training to include lesson plan development/use and/or
special certifications are maintained as required for the applicable vehi€le(s).

3.4.5.1. Water vessels do not require licensing on the AF Forn3.229

3.4.6. Remote processing. OR&L may have remote processing available for licensing
actions. VCOs should contact the servicing OR&L office for more information.

3.4.7. When operation of a GMV requiring an AF Form 2293 is needed, the unit VCO
checks the individual s state motor vehicl
restrictions and notes them on the AF Form 171, if applicable. Any restrictions are annotated

on the AF Form 2296 and printed on the AF Form 2293. Unit commanders are the
authorized signatory for AF Form 171 for units without a VCO program. This authority may

be delegated by identifying an authorized alternate in writing to the OR&L office. This
designation will be locally administeredT -1).
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3.4.7.1. Personnel who receive training and a signed AF FormR&Egue st f or Dr |
Training and Addition t o &ohGMVs whitevdeployedne nt L
or TDY are authorized to have thed Form 2293 and AF Form 2296 annotated to
reflect training for that vehicle(s). Cur
AF Form 171 will be sufficient certification(T-1). Additional certification by the TVO

section IAW this manual and AR24-301 is still required on applicable GMVs prior to

licensing.

3.4.7.1.1.The member presents the AF Form 171 to the OR&L staff who establishes
or updates an AF Form 2296 and issues AF Form 2293 to the member. The AF Form
171 is returned to the unit T for filing purposes. VCOs will electronically file
returned AF Form 171 for a minimum of six months (See RDS:-0BR!10.00; Note

214). (T-1).
3.4.7.1.2.I1ssuance of an AF Form 2293 to personnel requires possession of a valid
state motor vehicle opematr 6 s | i cense i1issued in any of

District of Columbia, Puerto Rico, or a similar licensing jurisdiction for operation of
GMVs. Personnel must obtain an AF Form 2293 to operate any Air Force GMV
requiring additional training and/oedification. (T-1).

3.4.7.1.3.For the transfer of all existing qualifications, VCOs will annotate
AREVI EW OF QUALI FI CATI ONS COMPLETED,
QUALI FI CATI ONSO in Bl ock (I-B. O@nfy the ng AF F
commander or VCO can authorizepartial transfer of qualifications. Each vehicle
management code for transfer will be listed separately on the AF Forn{T-4).

3.4.7.1.4.Duplicate AF Form 2293. A duplicate AF Form 2293 may be issued to
replace an AF Form 2293 misplaced, damagedstolen. A verification of the
individual 6s AF Form 2296 and Security Fc
is required to issue a duplicate license withottesification.

3.4.8. Powered forklift trucks and Materiel Handling Equipment (MHE€xtification is
required initially and every three years thereafter IAW Occupational Safety and Health
Administration (OSHA) 29 CFR 1910.17&owered Industrial Trucks. Recertification
requirement applies to all operators, regardless of military orasivdmployment. A trainer

will conduct the recertification training and administer a performance test IAW the vehicle
gualification training package. (T-0). OSHA specific information can be found at
http://www.osha.gov.

3.4.8.1. In addition to initialtraining and certification, a qualified instructor will evaluate

each operator at least once every three years and provide refresher training in relevant
topics anytime there is reason to believe there is a néedl). The evaluation shall

include, butnot be limited to, changes in types of equipment in use, change in operating
environment, direct observation of performance, reportable mishaps, and reports of near

mi sses, compl aints regarding an operatoro6s
indications that an operator is not capable of safely performing assigned (Ut@s.A

record of each operatoroés eval(TwatOSkdm wi | |
recertification will be annot at egBusingss t he o
Area, when available.
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3.4.9. Powered Industrial Truck Operation Training Standard. AFMAN 91-203, Air
Force Consolidated Occupational Safety Instructiprgvides a list of mandatory training
requirements.

3.4.10. Removal of qualifications fron AF Form 2293. Qualifications will only be
removed upon request of the unit VCO or commander or in the case of expiration, such as
MHE training and certification. (T-1). Lack of a GMV type assigned at current duty
location will not be the sole basism@moval. (T-1).

Section 3B Licensing for Military Personnel

3.5. Military Personnel.

3.5.1. When military personnel transfer from Regular Air Force to active reserve status, the
AF Form 2293 remains valid.

3.5.2. Basic Military Training School or Technical Training School students whose valid
state issued mot or vehicle operatoros Il i ce
temporary AF Form 2293 for a period not to exceed 45 days. A technical trainingtorstruc
conducts vehicle training on government property. A temporary license will not be issued to

a student with a suspended or revoked state or commercial licémsg). Ensure the

expiration date of the temporary permit is entered in the AF Form 2296.

3.5.2.1. Technical Training School students receiving training on GMVs as part of
technical training course requirements will be issued an AF Form 171 while in training
status and will have it with them while conducting vehicle trainii-1). An AF Fam

171 issued during technical training will not be used as authorization to issue an AF Form
2293 upon arrival at their permanent duty statio(ilf-1). Students must receive
additional training and certification once arriving at their permanent dutgrst4i -1).

3.5.3. Span of Control. Trainees may operate vehicles in a controlled environment (ranges
or obstacle courses not open for public use) without an instructor inside the vehicle. The
trainer or instructor must be present in the immediate ardamaintain communication with
student operator at all time¢T-1).

Section 3@ Licensing for NonUS Citizens

3.6. Qualifying a Non-US Citizen. Unit instructors must prepare bilingual, written or verbal
tests to cover foreign country driving laws aegdulations for notJS citizens employed by the

Air Force. (T-1). Treaties, arrangements, Status of Forces Agreements and laws of host
countries apply.

Section 3® Commercial Drivers License Requirements
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3.7. Commercial Drivers License (CDL).

3.7.1. Feceral civilian employees who operate commereliivalent vehicles (bus, tractor
trailer, tanker etc.), but never on a public road, while participating in field exercises, combat,
or tactical situations do not require a CDINOTE: Military facilities areopen to public
travel and therefore CDL requirements apply to federal civilians who operate a CMV in
interstate, foreign or intrastate commerce. Driving a CMV on a road, street or way which is
open to public travel, even though privatelyned or subjectot military control, isprima
facieevidence of operation in commerce.

3.7.2. The use of GMVs by federal civilian employees for CDL qualification and re
qualification may be authorized by the LRS commander. This authority will only be used
when such tragportation is clearly in the interest of the Air Fordd.-1). This authority is

not to be used to satisfy an initial employment prerequisite. Intent is to allow currently
employed civilians to upgrade current CDL (i.e., Class B to Class A). Fedeil@nci
employees may purchase subsequent renewals at their own ex@leiide.

3.7.3. Federal civilian employee vehicle operators who possess a CDL and applicable
endorsements for a specific class of vehicle must possess an AF Form 2293, but are not
requred to meet remaining certification requirements in this section for those same classes of
vehicles. (T-1). NOTE: Employees must be familiar with vehicle Air Force Qualification
Training Packages (AFQTPSs) prior to issuance of AF Form 2293. The VCOewily that

the civilian qualifications/endorsements on the CDL match the respective Air Force
management code(s).(T-1). Employees exempted from obtaining a CDL under this
provision will comply with the licensing and qualification requirements outlimedhis
chapter.(T-1).

3.8. Military Exemption.

3.8.1. All Regular Air Force military vehicle operators were waived from the CDL
requirements by the Federal Highway Administrator. However, military GMV training,
gualification and certification will main equivalent to civilian counterpartgl -0).

3.8.2. The use of GMVs by military personnel to obtain a CDL to enhance proficiency of an
assigned duty may be authorized by the LRS Commander. The commander may fund CDLs
and obtain any subsequentrenewsa at t he squadronds expense.

Section 3B Licensing for Federal Civilian Employees, Contractor Personnel, and Federal
Prison Camp Inmates

3.9. Licensing Federal Civilian Employees.Civilian employees are required to undergo
medical fithess assessments every four years IAW 5 CFR, Part 930, Subpart A and 49 CFR
Subparts 391.41 through 391.49. to operate a GMV. The ORPB4Sical Fitness Inquiry for

Motor Vehicle Operatorswill be used to review and certify a
gualification. (T-0). The OF 345 is not Protected Health Information but does contain Privacy
Act information and must be filed IAW Privacy Act of 1974 requirement and local file plans
updated to idicate Personally Identifiable Informatio(iT -0).
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3.9.1. When a civilian employee seffiscloses a medical condition by an affirmative
response to OF 345, Section 6, the commander will automatically refer the civilian
employees to the appropriate medliaathorities for further evaluation to determine if they
are physically or mentally qualified to operate GM\($-0).

3.9.2. Civilian employees with medical restrictions that would limit their ability to operate
GMVs or equipment are responsible for reporting these restrictions and must notify their
commander or VCO as soon as they are knofWr0).

3.9.3. Civilian employees my still be qualified to drive if, in the opinion of the medical
authorities, identified condition(s) may be corrected or compensated for with counseling or
other corrective measures prior to licensing. These provisions will not be used to disqualify
civilian operators who meet the standards for civilian motor vehicle operators and incidental
operators listed in the 5 CFR, Part 930-0).

3.9.4. OF 345 review and maintenance is a unit responsibility. Commanders or VCOs will
keep a record or documentati of whose OF 345 was reviewed, when it was reviewed and
results of the review. (T-1). Questions regarding the OF 345 or applicable Office of
Personnel Management (OPM) guidance (5 CFR) should be referred to the servicing civilian
personnel office. Déoy six months after separation of employee. (See RDS:- T24
03R10.00)(T-0).

3.9.5. Although base maintenance, construction and materiel handling vehicles are excluded
from the OPM motor vehicle definition and operator requirements, civilian opecdtibrsse
vehicles will comply with licensing requirements in this chap{ér0).

3.10. Licensing Contractor Personnel. Contracts and agreements will require that operators
comply with licensing requirements of the state and local motor vehicle |&Ww€). DoD
contractor employees shall not be issued the OF 846, Government Motor Vehicle
Operator 6s | d,éAR Farnfisi2298 bri2296, orCAk -akrm 171 For Maintenance
Purposes Only(T-1). DoD contractor employees assigned to operate ajivgrnment owned

or leased equipment in performance of their contract shall be certified by the contractor and at
the contractorodos expense as being fully qual
which they are assignedT-0). The prime comtactor shall document all operator qualifications.
(T-0). This documentation shall be provided to the administrative contracting officer before any
contract employee engages in any mode of equipment operafio®). This letter will be
updated as nessary and remain on file with OR&L and the administrative contracting officer.
(T-0).

3.10.1. For ANG, state government employees, with the concurrence of The Adjutant
General, are authorized to operate GMVs while preforming official duties in sugport o
cooperative agreements IAW National Guard Regulatidn Bational Guard Grants and
Cooperative Agreements. These employees will adhere to licensing requirements as stated in
paragraph 3.10 (T-1).

3.10.2. Ground Transpaation contractor personnel records may be captured in OLVIMS
Dispatch Module for administrative and workload collection purposes only. Contractor
vehicle operator certification will remain the responsibility of the contractor at the
contractof(T@p expense
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3.11. Requirements for Contingency and Remote AreasCertain personnel assigned to
contingency and remote areas are required to have an AF Form 2293 before they report for duty,
since facilities for examining and training operations at theéese siay be limited or nonexistent.

The parent or losing command will ensure that licenses and qualification records are issued to
these personne(T-1).

Section 3 Administrative Control of USAF Licensing

3.12. Suspension for Substance AbuselThe unt commander determines if a person involved

in substance abuse will have their GMV operating privileges suspended and reinéfatgd.

The commander must notify the OR&L office of all suspension and reinstatement actions per
AFI 24-301.(T-1).

313.Rei nstatement of a SGEMVtdevingppvdeges aire autbreaticRllg r mi t .
reinstated unless deemed inadvisable by competent command authority.

Section 3@ Operator Certification and Administrative Responsibility

3.14. Operator Certification. Public Law 99570, Title XII, The Commercial Motor Vehicle
Safety Act of 1986established minimum national standards for licensing commercial motor
vehicle drivers. The act requires testing and licensing standards for Commercial Motor Vehicles
to ensure oprators have a working knowledge to safely operate those vehicles. The Ground
Transportation, TVO section serves as the sole commercial equivalent vehicle certification
authority on the installation. TVO ensures Air Force licensed operators comply heith t
previously mentioned standards and provides certification services for all personnel assigned to
the installation. Members with a CDL license do not require further TVO certification for
vehicles covered oNOTEt Membememudi da f@amiliar QvihL vehicle
AFQTPs prior to issuance of AF Form 2293. TVO manages the installation certification
program and should not be confused with the u
remains a unit responsibility.

3141. A trainee wil/l possess an AF Form 171, W
accompanied by a vehicle trainer while driving.-1). The AF Form 171 becomes a valid

|l earner6s permit only after compl eftheAg Sect
Form 171 must specify the vehicle types (by management code) the trainee is being trained

to operate.(T-1).

Section 3H Vehicle Training Aid Requirements

3.15. Air Force Qualification Training Packages (AFQTPSs). Vehicle AFQTPs will be
developé and maintained for all GMVs that require a military license IAW AFBR4. (T-1).

3.15.1. Training Packages. AFIMSC is the OPR for standardized published vehicle
AFQTPs. Vehicle AFQTPs originate by the functional communities with the greatest
applicaility and submitted to AFISMC for approval.

315111 tems included in the vehicle AFQTPs a
manuals, and any other documentation to support publication of the package.



AFMAN24-306 30 JULY 2020 33

3.15.1.2.Upon publication, standardized vela lesson and qualification training plans
will take precedence over locally produced lesson plans and will be the curriculum used
for training and certification on the identified vehicl@.-1).

3.15.1.3.0nly functional and locality specific supplentemay be made to standardized
AFQTPs. No deletions or additional changes may be made without app(ByvEd.

3.15.2. Standardized and locally produced lesson plans must consist of the following items:
(T-1).

3.15.2.1. List of references.

3.15.2.2. Student learning objectives. Outline exactly what the trainee is to learn in
order to be able to priespect, operate, and passpect the vehicle. Specify the number
of hours required to normally complete the training.

3.15.2.3.Task breakdown. List of stepby-step procedures for performing a specific
task. It includes important steps, key points and stresses safety throughout.

3.15.2.4.Forms and documentation. Specify the steps of using the AF Form 171,
adding qualifications to the license andawification procedures.

3.15.2.5.Training tools. L i st the tool s and aids to
operatorés manual, videos, written test).

3.15.2.6.Safety considerations.Specify required personal protective equipment and
operational safety requirements.

3.15.2.7.Vehicle inspection. Identify the vehicle components requiring inspection,pre
during and postoperation. Include a walround inspection guide for referenc

3.15.2.8.Vehicle operation. Identify vehicle operational procedures needed for the
operator of the GMV to safely and proficiently operate the vehicle.

3.15.2.9.Vehicle operation demonstration.Specify inspection and operational
procedures that shtil be demonstrated by the trainer as instruction for the trainee.

3.15.2.10.1dentifying certification procedures. If applicable, specify the procedures
and criteria for the written evaluation and/or performance examination.

3.15.3. VCOs will coordina¢ functional and locality specific vehicle AFQTP supplements
for validation through the Ground Transportation NCOIC then Vehicle Fleet ManéGer.

1). NOTE: AFQTP supplements for vehicles with the potential to become explosive laden
vehicles will requireadditional coordination IAW AFMAN 9201, Explosives Safety
Standards(T-1).

3.15.3.1.0R&L will review and verify all unit vehicle AFQTP supplements meet
requirements IAW this chapte(T-1).

3.15.3.2.0nce the Ground Transportation NCOIC, Host litetian Safety office, and
Vehicle Fleet Manager approves and sigffson the vehicle AFQTP supplement, the
owning unit commander may then sign as the final approver for the package supplement.
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3.15.3.3.0R&L will retain a unit listing of all approved AFQTP supplement and
approval date (for revalidation purposeg§)-1). Actual copies of lesson plan supplement
are not required to be maintained in OR&L.

Section 3B Unit Vehicle Training and Vehicle ControDfficial (VCO) Responsibilities

3.16. Policy. The using organization conducts all required vehicle training. When initial driver
training is required, training may be accomplished by contract with a commercial driver training
agency at unit expense.

3.16.1. Trainers. Unit commanders will designate in writing (using the AF Form 170,
Appointment of Vehicle Traingrunit vehicle training instructors by vehicle type and
management code and submit the request to the OR&L dffick).

3.16.1.1. Units will ensure trainer candidates meet requirements in ARI630, Total
Force Developmentand ensure the candidate is licensed on the vehicle type prior to
being nominated as a traing-1).

3.16.2. Training Certification. When a student operator demoasts competency in
operating and servicing on a specific vehicle type, certification will be accomplishe(iiby:
1).

3.16.2.1. Unit trainer certifies completion by marking and signing the AF Form 171.
3.16.2.2. Trainee acknowledges training by markangd signing the AF Form 171.

3.16.2.3.By completing the AF Form 171, the appropriate authority certifies that
training was provided by a qualified vehicle trainer using an approved AFQITH.E:
The trainer and certifier may not be the same individual.

3.16.2.4.The trainee presents the AF Form 171 to OR&L staff as the source document
for updating their AF Form 2293.

3.16.3. Emergency Response Training Additional training is required for vehicles used
for emergency response purposes. Training willlbcumented in personnel training records
(if applicable). (T-1). Units will develop and implement emergency vehicle operator
training requirements IAW DoDI 6055.04 and DoD 6055M6G(T-0).

3.16.4. Explosives and Hazardous Material (HAZMAT) Transport. Operators of Air

Force GMVs must be qualified to operate the vehicle and be knowledgeable of the cargo
being transported IAW AFMAN 9201, the host nation guidance, AFQTR2BAZMAT

and this manual(T-0). The unit trainer will document this additiortedining and instruction

in applicable document§T-1).

3.16.5. Pintle Hook, Ball Hitch, and Combination Hitch. Train IAW AFQTP 243-
PTLHK.

3.16.6. Rollover Risk Vehicles. Units will ensure training packages for vehicles with a

gross vehicle weight {020,000 Ibs or greater include a rollover risk warningT-0).

Roll over risk training packages may be incl
training package. Training packages will address at a minimum; safety, speed control, high
grossweight/center of balance, handling and braking, weather, road traffic and cargo
conditions. (T-0).
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3.16.7. Air Field Training. AFI 13-213, Airfield Driving, provides guidance on driver
training.

3.17. TDY Vehicle Training and Qualifications.

3.17.1. Operator Training in TDY Status. Training and certification must be
accomplished by a designated vehicle trainer and documented on the AF ForigT 41)1.

The trainer certifies completion of training by completing the AF Form 171. The student
operator willretain the AF Form 171 to certify the training receivéd-1). The completed

AF Form 171 may be used-ireu-of an AF Form 2293 when accompanied by official TDY
orders.

3.17.1.1.Upon return to home station, t he membe
the member 6s qualificati oflsl). A membgrrwilng t h
present the AF Form 171 to the OR&L office as prescribed in ARB@M4for addition of

the qualification to their AF Forms 2293 and 2296 prior to operating the vehicle captured

on the AF Form 171(T-1).
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Chapter 4
BASIC OPERATING PROCEDURES AND MANEUVERS
Section 48 General Information

4.1. Objective. The objective of training an operator of an Air Force GMV is to teach him/her
how to perform the job efficiently with maximum safety, comfort, and economy. Goadglriv
habits are attained through constant practice. During daily driving, review the techniques
discussed below.

4.2. Basic Responsibilities.Operators of Air Force GMVs are responsible for the following:

4.2.1. Safely operating the vehicle and comptlyiwith applicable federal, state, local, and
host nation laws and regulations.

4.2.2. While operating a military vehicle, use of personal or govermssoed handeld
wireless phones or text messaging equipment or any other type of electronic delvices wi
be used.(T-0). The use of handee communication equipment (bttmoth enabled
vehicles, speakerphones, singied earphones, mounted phones, etc.) is authorized if
allowed by local law.

4.2.3. Following all operator maintenance outlined in &pgpropriate technical order.
4.2.4. Caring for and cleaning the vehicle and its equipment at all times.

4.2.5. Ensuring the safety and comfort of passengers (includes ensuring that seat and
shoulder belts are safely fastened). The GMV operator willrerthat passengers comply
before operating the vehicl¢T-0).

4.2.6. Ensuring the security of the vehicle and cargo.

4.2.7. Notify supervision of any change in status that may affect his/her ability to operate a
vehicle (for example, inability to drevdue to physical condition or withdrawal of your state
drivers license).

4.2.8. Operators of GMVs are subject to corrective action by commanders for incidents of
abuse, misuse, and damage to-asgigned vehicles.

4.2.9. Operators of GMVs may be reged to operate twavay radio equipment. Do not
attempt to operate the tweay radio equipment in the vehicle unless instruction has been
given to do so. Supervisors should determine who is qualified to efficiently operate
equipment and furnish local staard procedures, codes and so forth.

Section 4B Basic Unit/VCO Responsibilities

4.3. Unit/VCO Responsibilities. The unit will provide the operator with required items for off
base travel.(T-1). All necessary vehicle forms will be included with the whie.g., SF 91,
Motor Vehicle Accident RepoAF Form 1800, DD Form 51&ccident Identification Cardand
SF 94 Statement of Witnes$T-1).
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4.4. Toll Tickets/Transponders. When offbase routes include locations where passage would
require a toll, pepaid toll tickets or transponders may be furnished (if available) at the time of
travel. If not, follow local policy for being reimbursed for tolls and parking fees. Always ask
the toll keeper for a receipt. Upon returning, submit any toll receigi®annused toll tickets
and/or transponder to the dispatcher.

Section 4@ Operator of Air Force GMVs Health and WeBeing

4.5. Operator Health and Well-Being. The ability to operate a vehicle is not the only
consideration of a safe operator.

4.5.1. No operator will be under the influence of alcohol or narcotics while operating a
vehicle. (T-0).

4.5.2. Operators are ultimately responsible for exercising good judgment by imposing
additional time constraints as needed.

4.5.3. Adequate Rest. Operators work/rest cycle will be monitored and must be in
compliance with DoDI 6055.4DoD Traffic Safety Program (T-0). | t i's the oper
responsibility to inform his/her supervisor if they have not had adequate sleep, and feel
hisher driving will be unsafe(T-1).

Section 4» Manual and Semiautomatic Transmissions Operation

4.6. Starting. Instructions on starting manual and automatic shift vehicles are found in this
chapter. However, the following points are given on sped#itisg conditions:

4.6.1. On Hills. When starting a vehicle on an upgrade, engage the parking brake to keep
the vehicle from rolling backward. Keep the parking brake on while shifting into low gear
and begin to release the clutch pedal slowly. Whenvthicle begins to pull against the
brake, release the brake slowly. This allows the operator to start the vehicle without the
danger of rolling back and losing control. Although it may not be necessary to use the
parking brake in vehicles equipped wigutomatic transmission or special devices that
prevent rolling back on hills, it is a safety precaution that an operator should take.

4.6.2. Slippery Surfaces. When starting a vehicle on a slippery surface (such as ice, sand,
loose dirt, or so forth) essecond or a higher gear instead of low gear. Feed the gas and
release the clutch pedal very slowly to avoid spinning the rear wheels (manual transmission

only).

4.7. General Information. An operator of GMVs should be prepared to drive vehicles with
either manual, semiautomatic, or automatic transmissions. Each transmission type requires
specific methods to ensure smooth operation.

4.8. Clutch Operation. A clutch provides the means to apply engine power to the wheels
smoothly and gradually. The opéor must learn the following: Where the clutch starts to
engage, how far the pedal moves to become fully engaged, how much free play the pedal has,
how fast they should engage the clutch.
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481.The GMV operatorés foot s lexcept whenmctually b e o n
starting, stopping, or shifting gears. Even a slight constant pressure on the clutch pedal
causes excessive wear. For this reason, when stopped on a hill, never slip the clutch to keep
from rolling backward; instead use the brak@éghile waiting in a long line at traffic lights or

when halted for other reasons, press the clutch pedal and move the transmission shift lever
into neutral. Release the clutch after shifting into neutral.

4.8.2. When slowing a vehicle in order to stop or to turn, reduce the speed to 15 mph or less
before pressing the clutch pedal. Coasting a vehicle at ashiggd with the clutch pedal
pressed is dangerous. Vehicle control becomes more difficult and the ohatghbe
damaged. Damage resulting from this practice is considered vehicle abuse.

4.9. Manual Shifting Purpose.

4.9.1. Skill in manual shifting is a requirement of good driving. Poor manual shifting results
in poor vehicle performance and can damagevéiecle. The operator of the GMV should

be so familiar with the gearshift lever positions that they can shift to any gear without
looking at the shift lever.

4.9.2. The gearshift pattern is usually diagramed on the vehicle caution plate. Never move
the gearshift lever from one position to another while the engine is running (until the clutch
pedal has been fully pressed with the left foot).

4.9.3. To shift gears smoothly and quietly, keep the pedal fully pressed until the shift has
been completed.

4.94. When shifting gears in a 1-tan or larger truck, the operator may be required to use
the doubleclutching instructions.

4.9.5. When shifting gears in rough terrain and on hills, always maintain positive momentum
in order to avoid causing the engimelabor or jerk before shifting into a lower gear ratio.
Always anticipate the need for extra power and shift gears accordingly.

4.9.6. When descending a hill, with or without a heavy cargo, always drive with the vehicle
in gear and the clutch pedal out.

4.10. Clutch Shifting Procedure. Af t er becoming acquainted with
and controls, the operator is ready to begin driving operations. Start and warm the engine with

the transmission in neutral. Perform the following steps to staving the vehicle in low or

first gear:

4.10.1. Press the clutch pedal and shift into low gear.
4.10.2. Check the inside and outside rearview mirrors.
4.10.3. Check blind spots.

4.10.4. Let the clutch pedal up slowly, pausing at friction point or nvtiee clutch feels like
it is taking hold. Hesitate; then check mirrors again for traffic.

4.10.5. Release the parking brake.
4.10.6. Slowly release the clutch pedal and at the same time slightly press the accelerator.
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4.10.7. When driving operation isinderway, the left foot should be completely removed
from the clutch pedal.

4.11. Double-Clutch Shifting Procedure. Good driving practice in trucks (1-tan or larger)
often requires the operator to doublatch to properly engage the gears and to prevent loss of
momentum. Do the following to shift to a lower gear by dowbléching:

4.11.1. Release pressure fromethccelerator and begin pressing the clutch pedal.

4.11.2. When the clutch pedal is fully pressed, move the gearshift lever to the neutral
position.

4.11.3. Release the clutch pedal and at the same time press the accelerator to speed up the
engine.

4.114. Let up on the accelerator and press the clutch pedal.

4.11.5. While the clutch pedal is pressed, move the gearshift lever to the next lower gear
speed.

4.11.6. Release the clutch pedal and at the same time press the accelerator to maintain
engine sped as the load is again connected to the engine.

4.11.7. The procedure is the same for shifting to a higher gear speed, except that the engine
is not accelerated while the gear is in neutral.

4.12. Spark Ignition Engine Braking Operation. If the hill is steep enough to require using
brakes to reduce speed, shift into the next lower gear at the crest of the hill and use the engine
compression as a brake.

4.12.1. Take extreme care to prevent excessive engine speed while descending a hill. Judge
the necesary gear and shift, if necessary, at the crest of the hill before speed has increased
from downhill movement.

4.12.2. Ordinarily, the gear required to ascend a hill is proper to use to descend it. Gearing
down after engine speed has increased may exédypslamage the engine. Except when
used to compensate for brake failure, damage resulting from this practice is considered
vehicle abuse. With proper gear selection, intermittent application of brakes can reduce the
speed of the vehicle to safe limits.

4.12.3. The operator of a GMV, when preparing to stop the vehicle, should remove his/her
foot from the accelerator and use the engine compression as a brake to help stop the vehicle.

4.12.4. Do not press the clutch pedal until the motor is operating at low speed and is no
longer serving as a brake. Then press the clutch pedal before the engine begins to labor from
slow speed. Apply the foot brake to help this braking action.

4.12.5. When peparing to turn or stop, avoid downshifting above 20 mph.

4126.The above rules apply to most wvehicles.
for moving heavy equipment and traveling over rough terrain, new vehicles are constantly
being developed These vehicles may have more complicated transmissions (such as multi

gear ranges and dugipeed axles or other special features). To understand how a new
vehicle may operat e, read the Manufacturer 6s
training package written for that vehicle before attempting to operate it.
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Section 4B Backing

4.13. Backing.

4.13.1. Before backing even a short distance, ensure that there are no people or objects
behind the vehicle.

4.13.2. Backing is more dangerous thaoirgg forward. Visibility is limited and the vehicle
is harder to control. When possible always park vehicle with limited visibility to the rear so
pulling out without backing isndédt necessary.

4.13.3. Never back long distances, unless absolutely negesdaris much safer to turn
around and cover the distance going forward.

4.13.4. When parking in areas with perpendicular parking, use the following safety tips:
4.13.4.1. Stay alert and scan the araase mirrors or reaview cameras.
4.13.4.2.Look for pedestrians.
4.13.4.3.Drive slow- obey posted speed limits and signs.
4.13.4.4.When parking, keep distance between your vehicle and others.

4.13.4.5.Reverse park into the parking space. NOTE: Parking in reverse is a simple way
to reduce the riskf accidents. By reverse parking, you avoid backing out blindly into
oncoming traffic or into the path of pedestrians

Section 4 Spotter Safety

4.14. Spotter Safety. Spotters will be required when operator visibility is obscured or in
guestion, when b&mg a vehicle, and prior to beginning aircraft up/downloading (with pre
positioned chock in place).(T-1). When using a spotter, the following guidance will be
followed: (T-1).

4.14.1. The following safety items will be required for spotters during hours of darkness or
periods of reduced visibility: reflective belt and flashlight or luminous wa(Bsl).

4.14.2. Spotters must be trained in standard hand and arm signals and flaskgiugis
before guiding a vehicle(T-0). Hand and arm signals are the basic method used for ground
guiding.

4.14.3. Operators and spotters must coordinate signals before vehicle move(ieg;.
Voice signals between a spotter and operator can bend@sstood. Therefore, they will not
be used except in an emergen¢y-1).

4.14.4. The number of spotters used is determined by the availability of personnel and
visibility restrictions (cargo, darkness, etc.). In most cases only one spotter isdedue
spotter will be positioned so he/she will be seen by the operator at all {imé3.

4.14.5. Spotters will never spot between the tires of antéifain Forklift. (T-1). Spotters
should maintain a minimum distance of 12 inches out fromrtr f/ehicle tire within the
area of the forward rim.
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4.14.6.In the event that more than one spotter is required, only one spotter will be
designated as the primary spotter to give signals to the ope(atdr). Everyone involved

(the operator and sgiers) must understand who will give the signal and who will receive it
before any movement is executdd.-0).

4.14.7. Before a vehicle is started for movement, a member of the crew or the operator (if no
spotter is available) must walk completely arduhe vehicle to ensure that no personnel or
property are in danger from the vehicle's movemé€nt0).

4.14.7.1.Will verify clearance: (T-1). Determine visual clear distance with a ground
reference point from the cab of the vehicle.

4.14.7.2.Will mount the vehicle, sound the horn (if tactical situation allows), and back to
the rear of the prselected ground reference poifT.-1). Stop and repeat the process, as
necessary, until the desired vehicle position is obtained.

4.14.8. Spotters shouldvaid walking backwards while guiding a vehicle. If it is necessary
for a spotter to walk backwards, he/she must first check to ensure there are no potential
hazards that may cause the spotter to slip, trip, or f&HL).

4.14.9. The GMV operator willnot put the vehicle into motion until visual contact is made
with the spotter.(T-1). To ensure the safety of the GMV operator and the spotter, spotters
must maintain visual contact with vehicle at all tim€B-1).

4.14.10.The spotters keep a reasble and safe distance between themselves and the
vehicle front, rear, and corners. They will never be directly in front of or behind the vehicle.
(T-1).

4.14.11. Spotters will not position themselves between the vehicle (and trailer, if applicable)
being guided and another object, trailer, or fixed/portable loading ramp where an inadvertent
engine surge or momentary loss of vehicle control could cause injurytor €al).

4.14.12.1f visual contact of the spotter is lost or if the GMV operator notices that the guide
is dangerously positioned, the operator must immediately stop the veielg. The GMV
operator will secure their vehicle, dismount, and make onspot correction before
continuing operations(T-1).

4.14.13. At night, a spotter should use two luminous wands (if not available, flashlights with
clear or colored lenses are permitted) to give the proper signal for the vehicle to move.

4.15. Air Force Standard Spotting Hand and Arm Signals.Standard hand and arm signals,
known by all Airmen, are needed to ensure safe and effective spotting while guiding a vehicle.
Described below are the Air Force Standardized Basic Hand and Arm Signals (I1A38M-Q-
141,463L Material Handling Equipment Systemvhich must be used by all operators of GMVs
and spotters(T-1).

4.15.1. Come towards the spotter.Bend both elbows, palms or night wands facing up. In
unison, move forearms forward. Signal eithbove your head, or to the sides of your body
to ensure hand movements are clearly seen.
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Figure 4.1. Standard Spotting Hand and Arm Signalsi Come Towards the Spotter.

4.15.2. Move away from the spotter. Extend both arms downward with palms facing away

or wands pointing down. In unison, move arms forward and back. At no time should hands
be above waist height. Repeat this movement until the operator is required to stop the
vehicle. NOTE: Picture showsnotion only. Proper positions should be facing the GMV
operator.

Figure 4.2. Standard Spotting Hand and Arm Signalsi Move Away from the Spotter.

4.15.3. Right Turn/Left Turn. Dependent on the placement of the spotter (forward or rear

of the vehiclg, the spotter should point to the direction that the vehicle needs to move with
one hand, and raise the opposite arm, bent at the elbow. The hand or wand is be pointing up.
Motion the hand in the direction that the vehicle should m@&eeKigure 4.11and 4.12
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Figure 4.3. Standard Spotting Hand and Arm Signals.

4.15.4. Slow Down. Raise both arms, bend elbows. Posifams or wands facing down,
in front of your body. Move both hands or wands in an up and down motion.



44 AFMAN24-306 30 JULY 2020

Figure 4.5. Standard Spotting Hand and Arm Signalsi Slow Down.

4.15.5. Stop. Extend and raise both arms. Cross arms or wands in front of body.

Figure 4.6. Standard Spotting Hand and Arm Signalsi Stop.

4.15.6. Shut Down. Position palm or wand facing down, horizontally across your neck.
Move your hand, or wand in a sweeping motion from left to right.
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Figure 4.7. Standard Spotting Hand and Arm Signalsi Shut Down.

Section 4@ Parking

4.16. General. Except on onavay streets, always park on the right side of the street in
jurisdictions where operators are required to operate the GMV on thesigghbf the road,
except when local law statetherwise. In jurisdictions where operators are required to operate
the GMV on the lefiside of the road, always park on the left side of the street, except when local
law states otherwise. Remember to lock the ignition switch on vehicles of commestig de
and remove the key. Tuwoff the master switch on tactical vehicles. Exceptions may be
directed by local commanders.

4.16.1. Parallel Parking. Parallel parking to the curb between vehicles is difficult for
many, if not most, operators. If followethis stegoy-step method can make parallel parking
easier (se€igure 4.8):

4.16.1.1.Select a large enough space.

4.16.1.2.Give the proper hand signal for stopping. Pull up alongside the vehicle parked

in the space ahead of the vacant parking space. The vehicle being parked should be one
to two feet away from the parked vehicle and the rear bumpers of both vehicles should be
even.

4.16.1.3.For jurisdictions where operators are required to operate the GMV on the right
side of the road, except when local law states otherwise:

4.16.1.4. Start backing slowly. Turn the steering wheel as hard as possible to the right as
soon adghe vehicle starts moving. With the steering wheel all the way over to the right,
continue backing until the vehicle is at adégree angle to the curb. At this point the
right front door is opposite the rear bumper of the other vehicle.

4.16.1.5. Straighten the front wheels. Go straight back a short distance until the right
end of the front bumper of the vehicle being parked is opposite the left end of the rear
bumper of the parked vehicle.
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4.16.1.6.Pause a moment. Now turn the steering wheel tuatige left and back slowly

into the space, straightening the front wheels just as they approach the curb. If unable to
get all the way into the space, usually the best thing to do is to drive all the way out, get
the vehicle ahead of the space, and stgain.

4.16.1.7.Pull forward. A vehicle being parked should divide the parking space, leaving

as much distance between the vehicle and the parked vehicles both ahead and to the rear.
The front and rear wheels should be an equal distance from tharaliro more than a

foot away.

4.16.1.8. Turn-off the engine. Before leaving the vehicle, set the parking brake and put
the vehicle in reverse gear. If the vehicle has an automatic transmission, place the lever
in the PARK position. When parking on awihgrade, if there is a curb, turn the wheels

so that the front right tire is against the curb and chock the front of the rear wheels.
When parking on an upgrade, turn the wheels left and away from the curb so that the
back of the right front tire locksgainst the curb and chock the back of the rear wheels.
Doing this ensures that the vehicle does not roll. When parking uphill without a curb, the
operator will use chocks behind the rear tiré6-1). When parking downhill without a

curb, the operatawill place chocks in front of the front tires (séigure 4.9). (T-1).

4.16.1.9.The parking brake is the primary safety item. Only use chock blocks as a
secondary safety item in conjunction with the parking brak&ing chock blocks alone is

not enough or effective. The parking brake must be set at all times when the vehicle is
parked. (T-0).

4.16.1.10.For jurisdictions where operators are required to operate the GMV on the left
side of the road, except when dbtaw states otherwise:

4.16.1.11. Start backing slowly. Turn the steering wheel as hard as possible to the left as
soon as the vehicle starts moving. With the steering wheel all the way over to the left,
continue backing until the vehicle is at a-dégree angle to the curb. At this point the
left front door is opposite the rear bumper of the other vehicle.

4.16.1.12.Straighten the front wheels. Go straight back a short distance until the left end
of the front bumper of the vehicle being parkedpposite the right end of the rear
bumper of the parked vehicle.

4.16.1.13.Pause a moment. Now turn the steering wheel hard to the right and back
slowly into the space, straightening the front wheels just as they approach the curb. If
unable to get allhe way into the space, usually the best thing to do is to drive all the way
out, get the vehicle ahead of the space, and start again.

4.16.1.14.Pull forward. A vehicle being parked should divide the parking space, leaving
as much distance between trehicle and the parked vehicles both ahead and to the rear.
The front and rear wheels should be an equal distance from the curb and no more than a
foot away.
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4.16.1.15.Turn-off the engine. Before leaving the vehicle, set the parking brake and put
the \ehicle in reverse gear. If the vehicle has an automatic transmission, place the lever
in the PARK position. When parking on a downgrade, if there is a curb, turn the wheels
so that the front left tire is against the curb and chock the front of the neatsy When
parking on an upgrade, turn the wheels right and away from the curb so that the back of
the left front tire locks against the curb and chock the back of the rear wheels. Doing this
ensures that the vehicle does not roll. When parking uphhbut a curb, the operator

will use chocks behind the rear tire§l[-1). When parking downhill without a curb, the
operator will place chocks in front of the front tires (Begure 4.9). (T-1).

4.16.1.16.The paking brake is the primary safety item. Only use chock blocks as a
secondary safety item in conjunction with the parking brake. Using chock blocks alone is
not enough or effective. The parking brake must be set at all times when the vehicle is
parked. (T-0).

Figure 4.8. Parking Parallel to a Curb.

Right-Side of Road Jurisdiction Left-Side of Road Jurisdiction

(d) Turn wheel to straighten vehicle. (d) Turn whed to straighten vehicle.

4.17. Diagonal or Angle Parking. Diagonal or angle parking is easy enough for most
operators. However, remember the following:

4.17.1. Give the hand signal for stopping.

4.17.2. Begin turning into the parking space from a position about five feet from the row of
parked vehicles.
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4.17.3. Turn the steering wheel in the direction of the space and enter the space with the
vehicle as straight as possible with the angle of the space.

4.17.4. For jurisdictions where operators are required to operate the GMV on theidght
of the road, except when local law states otherwise:

4.17.4.1.Use the parked vehicle or line marking on the left as a guide. However, be very

careful to allow eaugh clearance between the moving vehicle and those parked on either
side.

4.17.4.2.When coming out of a diagonal parking space, back very slowly until far
enough to see traffic that may be coming and stop if necessary. Turn the steering wheel
sharply when the left front wheel is opposite the rear bumper of the vehicle parked to the
left. In turning too soon, it is possible to sideswipe the other vehicle while backing out.

4.17.5. For jurisdictions where operators are required to operate the GMV ¢eftHsede of
the road, except when local law states otherwise:

4.17.5.1.Use the parked vehicle or line marking on the right as a guide. However, be

very careful to allow enough clearance between the moving vehicle and those parked on
either side.

4.175.2. When coming out of a diagonal parking space, back very slowly until far
enough to see traffic that may be coming and stop if necessary. Turn the steering wheel
sharply when the right front wheel is opposite the rear bumper of the vehicle parked to

the right. In turning too soon, it is possible to sideswipe the other vehicle while backing
out.

Figure 4.9. Parking on a Hill.

UPHILL OR UPHILL DOVIPNHIL L
ﬂﬁﬂ'ﬁé M”:"":'b'aa DOWNHILL WITHOUT WITHOUT
WITHOUT A CURB ACURB
A CURE AND AND VWITH
OR . WITH i CHOCKS

CHOCKS [ CHOCKS
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Chapter 5
PROCEDURES FOR TRANSPORTING PERSONNEL
Section 58 General Information and Procedures

5.1. General Information. The operator of an AF Government Motor Vehicle transporting
personnel has a special obligation to their passengers. These responsibilities are in addition to
the previously described responsibilities for operating a vehicle.

5.2. General Procedures.Many passengers transported may be visiting dignitaries. The
visitorodés first impression is the one they re
duties when transporting personnel directly reflects upon their motor transportation operation.
Regadless the grade or status of a passenger (officer, enlisted or civilian), an operator should
always:

5.2.1. Report promptly to the person requesting transportation.

5.2.2. Show courtesy to all passengers regardless of grade.

5.2.3. Open and close theskiicle door for passengers of senior grades.

5.2.4. See that all passengers have secured seat and shoulder belts (if installed).
5.2.5. Park the vehicle so passengers are able to load and unload on the curbside.

Section 5B Special Situations

5.3. Distinguished Visitors (DVs).As a military operator, the opportunity may arise to
transport DVs (such as highnking officers or civilians, dignitaries, and so on) who visit the

base. Generally, a DV is assigned one operator for their entire visit. Thk @nipe visit

varies, but is usually one to three days. A group of DVs normally consists of three to eight
persons. The group generally has one person who acts as a liaison between the operator and the
guests. This designated person is who the opesatmuld report to and from whom they will

also receive their orders.

5.3.1. The liaison will have the itinerary for the DVs and should be able to tell the operator
when and where they need to be available with their vehicle.

5.3.2. Between runs, be sutbat the vehicle is ready for further service. Keep the vehicle
wiped-off, windows clean, and floor swept. The operator and vehicle should be neat and
clean at all times. If the operator and vehicle are needed past normal duty hours, a change of
uniform may be required.

5.3.3. Salute when reporting to an officer to inform them their transportation is available.
When the officer arrives at the vehicle, the operator must stand at attention, open the door,
and salute.(T-1). Additional officers must beatuted upon arriving at the vehiclgT-1).

Stand at parade rest by the vehicle door the officer may ed@F.E: Once the DV is in the
vehicle, the operator should walk around the rear of the vehicle as to not require an additional
salute while the DV is in the vehicle.
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5.3.4. When transporting general officers, display the appropriate star plates and flags. When
a general officer is not present, plates and flags will be cag&dl). When reveille or
retreat is sounded, stop the vehicle and remain seated.

5.4. Emergency Vehicles.Personnel may be designated as an operator of an ambulance or
other emergency vel& However, the person designated must still conform to normal traffic
regulations unless otherwise directed by their supervisor or as required by an emergency
situation. Emergency runs will be restricted to actual emergencies.

5.4.1. The speed of emgency vehicles should be reasonable and proper with due regard for
actual and potential hazards. Ambulances and police vehicles may exceed the posted speed
limits only in emergencies and as directed by the provost marshal or security police
directives.

5.4.2. Certain emergency vehicles are equipped with warning devices (usually a siren and/or
a red or blue flashing light). These warning devices should be used to get other vehicles to
yield the rightof-way. Under no circumstances will the operator assiimaethese signals

give full clearance to operate the vehicle without suitable regard for life, property, and traffic
laws.

5.4.3. Unless ordered otherwise, by the medical officer in charge, do not use the sirens on
ambulances. Except when respondingricemergency call, observe all traffic laws carefully
during the transfer of patients.

5.4.4. When responding to an emergency, emergency vehicles may proceed through a stop
sign or light (if not in violation of local law), only after slowing down or §iioyg to assure
safe operation.

5.4.5. Police vehicles responding to emergency calls use sirens and flashing lights according
to local directives or as directed by the provost marshal or the Chief of Security Forces.

5.4.6. The foregoing provisions do naklieve emergency vehicle operators from the
responsibility to drive with regard for the safety of all persons and property. Nor do any of
these provisions protect the operator from the consequence of any reckless disregard for the
safety and wellbeingfmthers.

5.4.7. As an emergency vehicle operator, personnel will receive additional operator training
and must be licensed IAW this manual (Seeapter 3) and DoDI 6055.04 to operate
emergency vehicleg(T-1).
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Chapter 6
MAINTAINING SAFE VEH ICLES
Section 64 General Maintenance Responsibilities

6.1. General Information. This chapter contains the general maintenance responsibilities of an
operator of an Air Force GMV to keep the vehicle in a safe operating condition, including
preventative maintenance, necessary equipmentpg@etion inspection, and the necessary
forms.

6.2. Fuel-Efficient Operations. A qualified operator of an Air Force GMV should operate a
vehicle in the most fuetfficient manner. To do so, he/she should adopt acletervation
attitude. Apply the following tips to help develop this attitude:

6.2.1. Plan trips to avoid unnecessary "cold starts."
6.2.2. Consolidate short trips whenever possible.

6.2.3. Reduce vehicle's coadown time and select a route with consideration for terrain,
weather, and type of vehicle.

6.2.4. Maintain the vehicle wh particular attention to proper tire inflation, brakes grabbing
or pulling, oil and lubrication specifications, tunps, and required vehicle service schedule.

6.3. DOD Fleet Card Program. Ensure program is IAW AFI 2302, Attachment 6.

6.4. Use Oveview. When required, the following items and services may be procured with the
credit card. NOTE: Operators of government vehicles will use s&fvice pumps when
available at commercial service stations to purchase the fuels noted &kdy:

6.4.1. Gasoline (regular unleaded).

6.4.2. Gasoline (unleaded for boats, diesel marine fuel oil, and aviation turbine fuel).
6.4.3. Gasohol.

6.4.4. Diesel fuels.

6.4.5. Diesel Exhaust Fluids.

6.4.6. Lubricating service and lubricants (including diffatial and transmission lubricant).
6.4.7. Oll filter elements and servicing.

6.4.8. Ethylene Glycol Antifreeze.

6.4.9. Brake fluid.

6.4.10. Air filters (replacement of throwaway type only, cleaning of permanent type).
6.4.11. Battery charging.

6.4.12. Tire and tube repairs.

6.4.13. Mounting and dismounting snow tires or chains.
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6.4.14. Emergency replacement of spark plugs, fan and generator belts, windshield wiper
arms and blades, lamps, and so forth.

6.4.15. Other emergency repairs, knownintheit omobi | e trade as HfAr oac
Section 6B Armored Vehicle and Preventative Maintenance

6.5. Armored Vehicle Maintenance. Refer to Air Force Qualification Training Package 24
B212.

Section 6@ Operation Inspections

6.6. Overview Operation Inspections. The operator must perform befereluring, and after
operation inspectiong(T-1). The operator must also provide routine service and repairs on their
assigned vehicle(T-1). An operator could be held liable for dansago their vehicle if they fall

to properly inspect for and annotate discrepancies, refer to Technical Ortidi936for further
guidance.

6.6.1. The operator will notify their supervisor as soon as possible of any problem with a
vehicle and keep themformed of its status(T-1). Unusual noises, vibrations, and changes

in engine performance detected in route, but not identified, should be reported to the
supervisor.

Section 6@ Air Force Equipment and Maintenance Forms and Records

6.7. Air Force Equipment and Maintenance Forms and RecordsUse the information below

to perform required inspections and maintenance. In addition, perform and document inspection
and maintenance using AF Form 1800. Refer to AFB@2 for specific guidance on AF Form
1800items to be checked. Ensure that all records created as a result of processes prescribed in
this publication are maintained and disposed of IAW the AFRIMS, RDS.

6.8. Defects. If no defects are found during the befangeration checks and all cleaningda
servicing requirements have been met, the operator is ready to start operating the vehicle. If
vehicle defects are found, enter the details
guide and trouble report.

6.8.1. When correction of these e f ect s exceeds the operator 6s
Form and the vehicle to the Vehicle Management Customer Service Center for corrective
action.

6.8.2. In some cases, required maintenance of the vehicle may be delayed by maintenance
control due to the type of defect or to maintenance work backlog.

6.8.2.1. When maintenance is deferred, maintenance control personnel will enter the
status code and initidl he dri ver6s form to show that (
maintenance delayed(T-1). This form must be retained in the vehicle as a record of

defects that have been reported to maintenance cofitrdl).
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6.8.2.2. Any new maintenance defects noeyiously reported and identified as delayed
maintenance, must be reported to maintenance co(ifrdl). Maintenance control will

update the inspection guide when delayed maintenance items have been completed. Refer
to AFI 24302 for more specific inforation on reporting a vehicle for maintenance.
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Chapter 7
HAZARDS AND SAFETY | NFORMATION
Section 78 General Hazards and Safety Information

7.1. General. This chapter contains general hazards and safety information pertaining to all
operators of Air Force Vs who can face many hazardous driving situations. Hazards may be
the result of weather, time of day, or season of the year. They may be caused by conditions of
the road, the vehicle being driven, or vehicles driven by others.

Section 7B Hazards and Safty Measures

7.2. Vehicle Hazards. Pedestrians, bicyclists, motorcyclists, and animals pose special problems
for operators. Many times they are difficult to see and an operator should be alert at all times in
order to avoid a collision with them.

7.3. Pedestrians. In the United States, about 40,000 people are killed in traffic accidents each
year. When pedestrians are involved in collisions, speeds of no greater than 15 or 20 mph often
prove fatal. By being alert and aware of his/her surroundinggparator can avoid fatal
accidents with pedestrians.

7.3.1. An operator should inform pedestrians of his/her intentions by using the proper
signals.

732.The operator should also anticipate the
are notalways predictable, so be prepared at all times.

7.3.2.1.1f a person is in the street or driving near pedestrians, slow down the vehicle and
be ready to stop.

7.3.2.2. Never pass a stopped vehicle that is permitting a pedestrian to cross traffic.

7.3.23. Watch people on the sidewalks and at the side of the road. They may not stay
there.

7.3.2.4. The operator should allow enough space between his/her vehicle and the row of
parked vehicles in case a pedestrian steps from between them.

7.3.2.5.When aproaching a pedestrian from the rear, carefully pass them allowing
plenty of room between them and the vehicle.

7.3.3. School Zones.
7.3.3.1.In school zones, slow down to the posted speed limit and watch for pedestrians.

7.3.3.2.Obey the directions gen by members of the school safety patrol or by the
school crossing guards.

7.3.3.3. When stopped by the stop signal of a school bus, do not move until the bus is
placed in motion and the roadway is clear of students.

7.3.4. Intersections. Observe tf@lowing rules at intersections:
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7.3.4.1. Pedestrians have the righitway where there are no traffic lights.

7.3.4.2. Pedestrians should obey the same traffic light signals, at intersections, as
operators. Pedestrians also obey special crossing lights at intersections (instead of traffic

' ights) where present. However, i yieldwi | | al
they do not.(T-0).

7.3.4.3. When crossing on a green light, pedestrians will have the-ofgivay. (T-0).
If a light changes to yellow or red while crossing, operators must allow them to complete
crossing safely(T-0).

7.3.4.4. Pedestrias crossing on a special pedestrian signal have theaighéy just as
they do when crossing on a green light.

7.3.4.5. A blind pedestrian is entitled, by law, to special consideration at intersections
with no traffic lights. When a blind pedestrian enters an intersection, all approaching
vehicles must stop and must remain stopped until the blind pedestrian has completed
crossing. (T-0).

7.4. Bicyclists. Bicyclists are expected to obey the same traffic rules and regulations as GMV
operators. However, many individuals may not obey or even know the rules. Another major
problem for operators, especially at night, is tirebility to see bicyclists.

7.4.1. Be cautious because a bicyclist could be in the blind spot of the vehicle. Keep on the
lookout and slow down when approaching bicyclists.

7.4.2. Give bicyclists plenty of room when passing and be prepared to stdergyd

7.5. Motorcyclists. It is often difficult to see motorcyclists, especially when they are coming up
from behind, coming from the side streets, and around curves. Always look out for them when
approaching an intersection.

7.5.1. When passing motoyclists, give them plenty of room. If they look over their
shoulder, it could indicate that they intend to change lanes. Give them time and space to do
SO.

7.5.2. Motorcyclists may suddenly need to avoid uneven road surfaces and obstacles such as
draincovers or oily, wet, or icy patches on the road. Give riders sufficient room to react.

7.6. Animals. An operator should always be alert to the possibility of a collision with an
animal. A collision with even a small animal can cause serious vehitlagégaand endanger
human life. Operators should remain highly observant for local wildlife and domestic animals.
Be thoroughly familiar with and obey all local laws. Exercise good judgment and drive
defensively at all times to avoid endangering not amlynals, but also human life and property.

7.7. School Buses.

7.7.1. Except on highways with a physical median, all traffic in both directions must come to
a complete stop whenever a school bus stops to pick up or discharge passengers (1).
(T-0).

7.7.1.1.In some localities, this rule applies to certain other vehicles (such as city or
church buses).
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772 Traffic must remain stopped wuntil t he bus
the front andrear and/or withdraws the special stop sign located on the left side of the bus.
(T-0).

Figure 7.1. Stopping for a School Bus.

7.8. Emergency Vehicles.Emergency vehicles including, but not limited to, police cars,
ambulances, and fire trucks will leatitled to the righbf-way whenever they give an audible or
visual warning of their approacl{T-0).

7.8.1. This warning is usually a siren. Additional warnings may be given by using a bell or
flashing red or blue lights.

7.8.2. The law requires thaBMV operators must pull to the rightand curb or edge of the
road and come to a complete stoff.-0). They must remain stopped until the emergency
vehicle has passed or until they are directed to proceed by a police cffie@y.

7.8.2.1. Though lavs and regulations require that an operator pull to the right side of the
road, they do not require them to do it carelessly or without regard to consequences.

7.8.2.2. Look before turning the steering wheel. Turning suddenly to the right without
looking, may cause a collision with the emergency vehicle, another driver, a pedestrian,
or a bicyclist.

7.8.3. Never follow within 500 feet of a fire truck or other emergency vehicle.

7.8.4. Never drive into or park in a block where an emergency vehicle has stopped in answer
to an alarm. Doing so exposes the operator to unnecessary dangers and may hinder the work
of the emergency workers.

7.8.5. Never drive over a fire hose unless directedd so by a fireman or police officer.

7.9. Weather Hazards. Bad weather means poor driving conditions. Rain, snow and ice, and
fog reduce visibility and make driving dangerous. Visibility may be limited to only a few feet
ahead of the vehicle. Whileperating a vehicle in any inclement weather, GMV operators
should maintain proper tire inflation, and reduce speed as necessary to avoid accidents and
ensure safety on the road.
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7.9.1. Rain. Most operators slow down or pwdff the road in a heavy downpour. However,
many do not realize that roads are likely to be especially slick just after rain or drizzle begins.
The first few drops of rain should act as danger signals to the safe operator.

7.9.1.1. On wet pavements, allow at least two times the normal following distance.

7.9.1.2.In wet weather, extra caution is necessary on mountain roads. Rocks, loosened
by water seepage, may fall onto the road. Water beneath the pavement mayuiregze d
a cold snap and cause the pavement to buckle.

7.9.1.2.1.Operators may suddenly find broken pavement or rocks in their path as
they round a curve. Operators rounding a curve should drive slowly and with caution
to avoid broken pavement or possiblestructions.

7.9.1.3. Wet roads may also cause hydroplaning, a condition in which directional control
is partially or totally lost as the tires on the vehicle lose traction with the road.

7.9.2. Snow and Ice. Roads covered in snow and ice reduce tactiequire three to eleven

times more stopping distance, and may not be easily identifiable by the operator. Fresh snow
may conceal an icy road surface, or isolated patches of ice may be on an otherwise clear
road, especially in shaded areas. An opesdiould use extreme caution to maintain traction

to avoid skidding when attempting to stop or turn.

7.9.2.1. Visibility. Good visibility is the first requirement for safe driving.

7.9.2.1.1.Keep windshields, windows, mirrors, headlights, spotlights] aody
clearance lights clean and free of snow and ice.

7.9.2.1.2.1f defrosters are not available, keep windshields clean by using the
windshield wiper, wedging the rear of the hood open so motor heat is vented toward
the windshield (for reaopening hods) or thoroughly ventilating inside the vehicle.

7.9.2.1.3.Cover windshields of vehicles parked in open lots with cardboard or
canvas to prevent overnight frosting.

7.9.2.1.4.Use lowbeam headlights to warn other vehicles when visibility is low.
Stop park off of the road, and wait for conditions to improve if there is zero
visibility.

7.9.2.2. Operating Procedures.

7.9.2.2.1.Start driving in second or third gear rather than first or low. Engage the
clutch gradually (or in D2, high, with automaticansmission), and accelerate no
more than necessary to keep from stalling.

7.9.2.2.2.Descend moderate grades in the gear normally used to climb the same
grade. On steep or very slippery grades, use at least one gear lower and go slower.

7.9.2.2.3.1f unsure about a difficult stretch of road, bring the vehicle to a stop and
inspect the road carefully before going across. Select a gear that can allow the
vehicle to pass safely. If following a vehicle, wait until it crosses. This allows the
GMV operabr the ability to render assistance to the lead vehicle if it gets stuck. It
also ensures that the lead vehicle may be able to render assistance to the second
vehicle if it gets stuck.
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7.9.2.2.4.To drive through heavy slush, downshift before enterirdyla@®p moving.

If wheels begin to spin, disengage the clutch at once,-ljacland try again. If
necessary try rocking the vehicle by shifting rapidly between forward and reverse
gears.

7.9.2.2.5.0n roads that slope toward side ditches, straddle th&rcer crown to
avoid sliding to the side. Watch carefully for approaching traffic.

7.9.2.2.6.Avoid vehicle tracks, rocks, and other objects that might throw the vehicle
sideways causing a skid. Also avoid sharp turns that may make a vehicle skid.

7.9.2.2.7. Drive at reduced speeds. This allows the GMV operator to bring the
vehicle to a stop more quickly. Avoid quick acceleration on slick roads to avoid
skidding.

7.9.2.2.8.Slow down before coming to bridges and shaded places. Be especially
carefd in the late afternoon and at night. Melting snow running down from the upper
side of a banked curve may freeze on the pavement as the sun sets. Since bridges
cool much more rapidly than other road surfaces, moisture often condenses on them
and freezeguickly into thin sheets of ice when the temperature drops.

7.9.2.2.9.Give turn signals sooner than usual, and pump the brakes to give others an
early warning of the intention to stop. This gives other operators more time to react.
NOTE: If the vehicleis equipped with an Arliock Brake System, do not pump the
brakes; hold firm on the brakes.

7.9.2.2.10.Maintain at least double the normal distance from the vehicle ahead.

7.9.2.2.11.After driving through slush or water, test the brakes while mosing
reduced speed. If the brakes do not operate normally, continue at a slow speed while
maintaining moderate pressure on the brake pedal to create a slight drag. The heat
generated by friction between the brake shoe and brake drum may dry the brakes.

7.9.2.2.12.Keep the cab door open when crossing frozen streams. This ensures that
the GMV operator can exit the vehicle if the ice thins and they are in danger of falling
through the ice.

7.9.2.3. Parking.

7.9.2.3.1.Place brush, boards, or other suitable material beneath wheels when
parking for an extended period on wet, slushy, or muddy surfaces. This keeps the
tires from sinking, freezing to the groun

7.9.2.3.2.Do not set the parkingrake. During cold weather conditions, applying the
parking brake may cause the linings to freeze to the brake drums.

7.9.2.3.3.Instead, block the wheels and place the transmission in the appropriate gear

for parking as directed by the vehicle Manutacter 6 s Oper at or 6 s Man
respective lesson plan.
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7.9.2.4.Vehicle Care.

7.9.2.4.1.Carbon Monoxide Poisoning. This poisoning, from inhaling the exhaust
fumes of the vehicle, usually results in death. To avoid the possibility of inhaling
these fumes:

7.9.2.4.1.1.Never sleep in the cab of the vehicle with the engine or heater
running. Whenever the heater is usetile driving, leave a window open
slightly.

7.9.2.4.1.2.Inspect the vehicle exhaust manifold, muffler and tail pipe for
serviceability and tightness daily.

7.9.2.4.1.3.Never leave the engine running while working on the vehicle in a
closed building.

7.9.2.4.2.Keep all fuel tanks and containers as nearly full as possible to keep
moisture from condensing inside the fuel tanks and containers. Moisture not only
contaminates the gasoline, but also may freeze in the fuel lines.

7.9.2.4.3.Drain the airtanks in the vehicle each time it is stopped (long enough for
the tanks to become cold). This procedure reduces the chance of moisture collecting
in the tanks, entering the brake lines, freezing, and making the brakes inoperative.

7.9.2.4.4.0n brief hals during extremely cold weather, let the engine run at a fast
idle so that the ammeter shows a charge. Fast idle results in better burning of fuel and
a more even engine temperature. On long halts, park the vehicle with the rear end
toward the wind to &ep snow out of the engine.

7.9.2.4.5.Under normal operating conditions, stop the engine during brief halts. This
can prevent plug fouling and overheating.

7.9.2.4.6.When it is very cold, cover the radiator and hood with a tarpaulin or other
suitablematerial.

7.9.2.4.7.In severe cold, start the engine frequently between operating periods to
keep it warm.

7.9.2.5. Means of Traction Assistance.

7.9.2.5.1.When driving on snow or ice, make sure the vehicle is equipped with
chains, snow tires, or stded tires.

7.9.2.5.2.Vehicles equipped with mud and snow tires can slide more easily on icy
road surfaces than those with commercial tread. Mud and snow treads are more
effective on roads covered with loosely packed snow.

7.9.2.5.3.All-wheel drive veltles, without chains, generally perform better than
two-wheel drive vehicles with chains on rear wheels.

7.9.2.5.4.Chains give a good bite in snow or mud, but tend to slip and slide on ice
and packed snow.

7.9.2.5.5.Sand, cinders, or dirt scattered iy road surfaces gives more traction
than chains.
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7.9.2.5.6.Better traction is gained when the load is distributed evenly on all wheels.

7.9.2.6. Tire Chains and Tire Chain Installation. Chains are designed to creep or
move on the tires. Tighten tmeby hand, never with tools. Creeping or moving of
chains reduces the possibility of the links gouging into the tires. When using chains
continuously, check their fit and condition at each halt. Install repair links as soon as one
of the cross chains tsroken. Do the following when installing tire chains under normal
conditions:

7.9.2.6.1.Check the condition of the chains. Eliminate twists. On some vehicles, tire

chains must be installed on all driving wheelfl-0). Check t he manuf ac

opera or 6s manual, Technical Order and/ or

7.9.2.6.2.Drape chains over tires with open ends of cross chain hooks away from the
tire and with fasteners on the trailing ends of the side chains.

7.9.2.6.3.Tuck the first cross chain und#ére front of the tire. Move the vehicle
forward until the fasteners are hub high.

7.9.2.6.4.Straighten and center the chains. Lift the ends of the side chains to
determine which links may be hooked into the fasteners.

7.9.2.6.5.1f installing on duad, first fasten chains between wheels, then inner chains,
and finally the outer chain. If installing on singles, fasten the inner chain before the
outer chain.

7.9.2.6.6.Do the following when the vehicle is mired:

7.9.2.6.6.1.Determine whether to irst the chains with a forward or backward
wheel motion.

7.9.2.6.6.2.Check the condition of the chains. Eliminate twists.

7.9.2.6.6.3.Drape chains over tires with open ends of cross chain hooks away
from the tire and with fasteners on the trailing eofdhe side chains.

7.9.2.6.6.4.Locate the first cross chain near mud or snow line. If the chains are
dual, fold the inner half of the chain over top of the outer half. This makes a
doubled chain on the outer wheel. For this reason, the methods listed below then
apply to either dualrossingle wheels.

7.9.2.6.6.5.Secure one end of each side chain to the wheel by a strong wire, cord,
or chain passed through the opening in the wheel and fasten to the inner and outer
side chains adjacent to the first cross chain.

7.9.2.6.6.6.Pull the chain back to take up slack and align with tire. To keep the
loose chain from one wheel from being caught up by the other, pile it close behind
the wheel to which it is secured.

7.9.2.6.6.7.Revolve wheels slowly to draw chains around tires.opSihen
fasteners are at the top of the tires. Pull side chains up tight to select links to be
hooked into fasteners. Hook the inner side chain first.

[
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7.9.2.6.6.8.When the vehicle has been moved to solid ground, loosen and
remove the temporary wirespras, or chains. Adjust the chains to their proper
position.

7.9.3. Fog. Fog is dangerous at any time, but particularly so at night. It is possible that fog
can be so thick that an operator can barely see the front of the vehicle.

7.9.3.1. In dense fg, get off the road as quickly as possible.

7.9.3.2. Thick fog can collect in small pockets at the bottom of hills on otherwise clear
nights. When running into one of these pockets, slow down as quickly as possible and
switch to the lowbeam headlights.

7.9.3.3. Once through the fog, continue to drive slowly. One pocket of fog is usually a
warning that there may be more fog at the bottom of the next hill. Continue to drive
slowly until completely out of the fog area.

7.10. Secondary Roads.Secondaryroads, built for local transportation and not as main
highways, may be hazardous. The fact that a secondary road is paved does not necessarily mean
that it was designed for heavy traffic or regular highway speeds.

7.10.1. Secondary roads are recognizaiyeheir rectangular route signs.

7.10.2. An operator who is unfamiliar with one of these roads should be on guard for sudden
bends and sharp dips.

7.10.3. Secondary roads cannot be driven safely at speeds that would be normal on primary
highways. Opetors should adjust to a safe speed and adjust their driving and awareness.

7.10.4. Gravel roads are particularly dangerous because of their loose surface and flat
(unbanked) curves. Stopping distances at all speeds are greater and skids and spinouts are
more likely to occur. On gravel roads, keep the vehicle under tight control and drive at a
much lower speed than would be safer on a paved road.

7.11. Overloading and Overcrowding. No vehicle is safe when it is overloaded or crowded to
the pointthatta o per ator s nor mal vision of the roa
operating the vehicle.

7.11.1. Overloading. Do not use a car as a truck. A heavy load decreases performance and
increases stopping distances. A heavy load may also damagprithgs, shock absorbers,
tires, and transmission. A heavy load or one that is not evenly distributed may upset the trim
and balance of a vehicle, making curves and stops more dangerous.

7.11.1.1.Loads on trucks and trailers should be securely fastenptevent any part of
them from falling off. Se&hapter 10 and vehicle specific lesson plan for loading and
tie-down instructions.

7.11.2. Overcrowding. As a general rule, an operator cannot safely drive if theyatiore

than three persons, including themselves, in the front seat of a vehicle with the gearshift lever
on the steering column, or more than two persons with the gearshift on the floor of the
vehicle. (In some compact vehicles, the maximum safe limyt lmeaonly two, regardless of

the position of the gearshift.)
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7.11.2.1.Overcrowding in the back seat (more than three persons) is dangerous because
it is likely to interfere with the line of sight from the rearview mirror.

7.11.2.2.When a vehicle is edpped with seat belts, the number of passengers will not
exceed the number of seat belts providgd0).

Section 7@ Off-Road Driving

7.12. General Information. Off-road driving conditions present special challenges for the
GMV operator.

7.13. Off-Road Driving Terrain Types. The following section discusses different types of

terrain a GMV operator may encounter while drivingmaidd. Follow instructions for driving

under other than normal conditions. Driving techniques are different fewresaldrive, front

wheel drive, and allvheel drive vehicles. Operators of large GMVs should be aware, that due to
vehicle weight, the shoulder of the road might give iWQTE: The operator should first check

the vehiclebs manufacturerdés operatorés manua
Order for the equipment being operated.

7.13.1. Ditches.

7.13.1.1.Crossing shallow ditches requires shifting into low gear range and
proceeding slowly.

7.13.1.2. Enter the ditch obliquely so that one wheel leaves the ditch as the other wheel
on the same side enters.

7.13.1.3.When crossing deep ditches, use the lowest forward gear andtieet drive
if the vehicle is s@quipped.

7.13.1.4.When reaching the bottom, accelerate the motor enough to keep rolling as the
vehicle goes up the other side.

7.13.1.5.1f the ditch is deep and has very steep sides, it may be necessary to cut away the
tops of the banks before trying cross.

7.13.2. Gullies and Ravines.Gullies and ravines are natural formations caused by running
water.

7.13.2.1.Look over these formations carefully to find a place to cross and to ensure that
the vehicle can get across. Examine both banks.

7.13.2.2.1f water is flowing in the ravine, check its depth.

7.13.2.3.Put the vehicle in low gear and slowly approach the ravine at a right angle to
the edge.

7.13.2.4.Using the service brake, ease the front wheels into the gully; taking care to
havethem strike the bottom at the same time.

7.13.2.5.Bring the engine up to normal operating speed as the wheels hit the bottom.
Accelerate enough to climb as the front wheels touch the opposite bank.
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7.13.3. Woods. Woods help to conceal the GMV openatand their vehicle from air
observation. However, woods present certain problems. Wooded areas are likely spots for
guerrillas, partisans, or enemy troops. Be alert to the possibility of an ambush.

7.13.3.1.Fairly open woods with trees at least asdpart as the width of the vehicle
may allow passage if the GMV operator can maneuver the vehicle around the trees.

7.13.3.2.Use an established trail if possible.

7.13.3.3.Do not plan to return on the same route because these same saplings may stop
or damage the vehicle when braced against it.

7.13.3.4.1f the trees are too dense and prevent passage, drive as closely as possible to the
edge of the woods using shadows for concealment.

7.13.4. Stumps. A high tree stump, if straddled by the vehiclen sriously damage the
vehicle axles, tires, and other low parts. Check ground clearances and drive with caution.

7.13.5. Low Limbs. When driving through wooded areas, whether on country roads or
crosscountry, low hanging limbs may rip the tarp, bréfaé tarp bows or radio antennas.

7.13.5.1.1t is usually best to remove the canvas top and the bows for field operation.

7.13.5.2. Survey the route to determine if the vehicle can proceed without damage from
low-hanging limbs or if it is practicable temove obstructing limbs.

7.13.6. Timber. If necessary, driving over fallen trees is possible if angle crossings cannot
be achieved. By piling dirt and other materials/debris over the fallen tree, the obstacle can
become more level with the path beingvigled enabling the GMV operator to pass.

7.13.7. Rocky Terrain.

7.13.7.1.Do not try to straddle large boulders; they may damage axles and other low
parts of the vehicle.

7.13.7.2.Move very slowly when driving in rocky terrain.

7.13.7.3.If available operators of GMVs should carry an extra spare tire because the
possibility of getting a flat is greatly increased.

7.13.7.4.Remove stones between dual tires as often as possible to prevent breaking the
sidewalls of the tires.

7.13.8. Mud and Swamps. Every military vehicle has enough power in its lowest gear to
pull out of mud if it gets traction.

7.13.8.1.Try to pull out slowly in low gear or low range if the vehicle is equipped with
an automatic transmission. Placing boards, brush, or similar mate | under t he
wheels can increase traction. Remember the following:

7.13.8.1.1.Select the gear that can get the vehicle through. Roll onto the soft area at
a medium speed for the selected gear. Carefully maintain a steady throttle until
reaching solid ground.

7.13.8.1.2.1f stopped by mud rolling up in front of the wheels, the GMperator
may have to back up and try again, this time with increased momentum.
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7.13.8.1.3.Under most conditions, this technique requires prompt action. Otherwise,
the mud may fill the tracks behind the wheels and slow or stop the backing. There
needgo be solid footing within reach of the vehicle in order to do this.

7.13.8.1.4.1f a vehicle with an automatic transmission gets stuck, pull out slowly in
low gear or low range.

7.13.8.1.5.1f the vehicle cannot get out, and if brush or boards do rmtige the
traction needed, have another vehicle pull out the stuck vehicle.

7.13.8.1.6.When other vehicles are not available and the vehicle is equipped with a
winch, attach the winch cable to a tree or solid object and pull the vehicle out with
winch paver. Do not rock the vehicle; it may only dig in.

7.13.9.Streams. The applicable Manufacturerds Operat
for the specific vehicle contain detailed instructions on fording streams. In addition to those
instructions, fdbw these precautions before fording:

7.13.9.1.Check the stream bottom to determine how firm it is.

7.13.9.1.1.1f some sinking is expected, determine if this sinking added to the water
depth may exceed the vehicleds fording |
find another crossing point.

7.13.9.2. After reaching dry land, test the brakes while moving e¢duced speed. If the
brakes do not operate properly, continue at a slow speed while maintaining a light steady
pressure on the brake pedal to cause a slight drag on them. The heat should dry the
brakes.

7.13.10. Sand. When driving in sand, never @& while holding the inside of the steering
wheel. The sand can grab the tires causing the steering wheel to jerk suddenly and cause
injury to the operator.

7.13.10.1.The main objective when driving in sand is to maintain movement with the
least amountof strain on the vehicle, its engine, and its power train. The GMV
operatorés ability to do these things wel/l

7.13.10.1.1.Estimate if a sandy area is drivable.
7.13.10.1.2.Adjust the tire pressure to meetaciging conditions.
7.13.10.1.3.Use various aids to improve bearing surfaces.
7.13.10.1.4.Exercise sound driving techniques.

7.13.10.2.Accessories.To help overcome the many difficult conditions associated with
extended driving in sand, the GMV openashould lubricate and service the vehicle at
more frequent intervals as specified by the unit commander. Also, the GMV operator
should be provided with the following:

7.13.10.2.1.A tire gauge.

7.13.10.2.2.The means to inflate tires if the vehicéenot so equipped.
7.13.10.2.3.Spare valve cores.

7.13.10.2.4.Readily available material for use under wheels in extremely soft areas.
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7.13.10.2.5.Shovels and tow chains or cables.
7.13.10.3.Sound Driving Techniques for the Sand.
7.13.10.3.1.Follow normal engine starting procedures.

7.13.10.3.1.1.Select a gear or range that can start to move the vehicle forward
with a minimum of, or no clutch slippage and wheel spinning.

7.13.10.3.1.2 Accelerate gradually. Maintain a steady and even rate of
movement.

7.13.10.3.1.3 Avoid unnecessary shifting of gears. If the vehicle is equipped
with an automatic transmission, keep it in low range.

7.13.10.3.2.Anticipate difficult spots and try to bypass them.

7.13.10.3.2.1 Head for a small stretch of $adand with increased speed, when
necessary, to take advantage of momentum. Stop before entering an extensive
stretch of soft sand. Reduce the tire pressure, if necessary.

7.13.10.3.2.2 As soon as the need for low tire pressure ceases, stop-anflkhte
to appropriate pressure.

7.13.10.3.3.Approach a dune (hill of sand piled up by the wind) from the windward
(most gradual) slope at a-‘@@gree angle.

7.13.10.3.3.1.Select the proper gear or range to avoid shifting while on the slope.
Maintain as mmch momentum as possible while going up the slope.

7.13.10.3.3.2.Be prepared to change direction upon reaching the crest. Ride the
crest if necessary to seek a safe route.

7.13.10.3.3.3If the lee (steepest) slope may be used, select a point where the
angle of approach may allow the front bumper to clear.

7.13.10.3.3.4Follow in the tracks of preceding vehicles or break a new path
depending on conditions.

7.13.10.3.3.5Make wide turns. Sharp turns can stall or even overturn the
vehicle.

7.13.10.4.Do the following to stop in sand:

7.13.10.4.1.Let the vehicle roll to a halt if practicable. Otherwise, brake gradually.
This prevents tires from digging in.

7.13.10.4.2.Try to stop on a downhill slope. This gives a GMV operator an
advantage when starting.

7.13.10.5.Freeing Vehicle from the Sand. At the first sign the vehicle is bogging down,
try shifting to a lower gear. Do the following if it still bogs down:

7.1310.5.1. Stop power to the driving wheels. If a GMV operator continues to use
the motor to force the vehicle out of the sand, it may only sink deeper and become
more difficult to get out.
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7.13.10.5.2.Check tires for sand operation inflation. High tewgiure may have

built up the pressure. Lower the tire pressure, if necessary, for emergency movement
over a short distance. Check the applic
respective vehicle lesson plan for the allowable minimum tire pressure.

7.13.10.5.3.As soon as the need for low tire pressure ceases, stop-anfthtes the
tires to the appropriate pressure.

7.13.10.5.4.1f lowered tire pressure is not enough to free the vehicle, use any or all
of the following procedures:

7.13.10.5.4.1.Shovel a clear path ahead of the wheels.

7.13.10.5.4.2Lay boards, brush, canvas, wire netting, rope ladders, or some
similar material under and in front of the tires for better flotation and traction.

7.13.10.5.4.3.Use the winch or a tow if it appesathat continued operation of the
vehicle under its own power would only cause it to sink deeper into the sand.

7.13.10.5.4.4If a vehicle is stuck in sand and needs pulled out, unload the
vehicle to the maximum extent possible.

7.13.10.5.4.5As soonas the need for low pressure ceases, stop amflate tire
to appropriate pressure.

7.14. Vehicle Care.1 n addition to responsibilities cont
Operatorés Manual and | esson pl:ahl). A GMV ope

7.14.1. Keep valve caps on all tire¢T-1).
7.14.2. Check engine temperature and oil pressure frequef¥hi.).

7.14.3. Check for a loose or broken fan belt if overheating occui:-1). Correct as
necessary(T-1).

7.14.4. Clean the o spout before adding 0il(T-1). Remove any accumulation of sand or
dirt around the filler hole(T-1).

7.14.5. Clean the spouts of gasoline containers before using them for refugfing.).
Under extremely dirty conditions, filter gasoline whéingy tank.

7.14.6. Inspect nuts, bolts, springs, mountings, and accessories frequently for evidence of
looseness or damagd.-1).

7.14.7. Park with the rear of the vehicle toward the wind when halted overnight or for any
extended period(T-1).

7.147.1. If this is not possible, cover the windshield and radiator with a tarpaulin to
prevent sand from accumulating in the engine compartment and damage to the
windshield.
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Chapter 8
ROADSIDE EMERGENCY A ND ACCIDENT RESPONSE
Section 88 General Information

8.1. General Information. There are some roadside emergencies and accidents that are
unavoidable. However, many times the operator is the cause because they are driving carelessly,
driving too fast, not obeying traffic signals or signs, or failing k@ taroper care of the vehicle.

The techniques discussed in this chapter can assist the GMV operator in avoiding roadside
emergencies and accidents, and can aid in the proper response in the event that an emergency or
accident were to occur.

Section 8B Roadside Emergencies

8.2. Tire Blowouts. An operator seldom receives a warning before a tire blowout. There is
usually a loud bang, and then a whooshing and flapping sound before the vehicle starts swerving
to one side or swaying dangerously.

8.2.1. An operator should use all his/her strength on the steering wheel to keep the vehicle
moving straight ahead. L-eff the gas but do not apply the brakes. Let the vehicle slow
down gradually and then gently apply the brakes and get the vehicle under. control

8.2.2. If in a passing lane when a blowout occurs, do not attempt to get to the highway
shoulder until the lanes on the right are clear. When lanes are clear, move over as far to the
right side of the road as safely possible on the shoulder and I§twpa jurisdiction where

the operator primarily drives on the left side of the road, move over as far to the left side of
the road as safely possible on the shoulder and stop.

8.3. Skids. Almost all skids can be avoided if driving slowly enough anihef operator stops,
starts, and turns slowly enough on slippery surfaces. If the vehicle starts to skid, the operator
may be able to regain control if they ease up slowly on the accelerator and do not apply the
brakes.

8.3.1. Always make sure the vehicis kept in gear. If the skid occurs when braking, the
operator should remove his/her foot from the brake. It may be necessary to feed gas
carefully to reduce the braking effect of the engine. In either case, the reason for reducing
the brake action i keep the wheels from slowing down too quickly and making the skid
worse.

8.3.2. At the same time, turn the steering wheel in the direction of the skidrigee 8.1).

If the rear end of the vehicle is skiddingthe right, turn the steering wheel to the right. If it

is skidding to the left, turn the steering wheel to the left. Do not turn the steering wheel too
sharply or keep it turned too long since this may cause the vehicle to start skidding in the
oppositedirection.

8.3.3. Ease the steering wheel back to the center position as the vehicle starts to recover from
the skid and regain control of the vehicle. Let the engine slow the vehicle down gradually. If
the brakes are applied, do not hold the pedalndoRump the pedal gently until the vehicle
comes to a complete stopigure 8.1 shows how to recover from a skid.
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Figure 8.1. Recovering from a Skid.

1

TURN STEERING
WHEEL IN DIREC THOM

/)

z

~®-

HOLD WHEER STEADY
TD STRAGHTEN OUT.

~(&-

3 TURN WHEEL BACK
TD FREVENT
OFFOSITE SHED.

d CONTINUE STRANGHT

AHEAD, WHEEL

/.

g

8.4. Running Off the Pavement. At some point, a vehicle mayiftroff the roadway onto the

shoulder or may been steered onto the shoulder to avoid a collision. There may befaafrop
several inches from the edge of the road to the shoulder. PRaffianto the shoulder and

returning to the roadway can be daadely:

8.4.1. If the two right or left wheels of the vehicle veer off the paved roadway, keep a firm
grip on the steering wheel. Keep the vehicle traveling straight ahead. Straddle the edge of
the pavement. Fight the tendency of the wheels to pulhrbwoft shoulders. Resist the

urge to immediately whip the vehicle back onto the pavement.

8.4.2. Easeoff the accelerator pedal so the vehicle can slow down. If possible, avoid
braking. If braking is necessary, pump the brakes lightly to help cetting.

8.4.3. Before returning to the pavement, visually check ahead, to the sides, and to the rear.
Unless some object beside the road poses a serious threat of a collision, avoid trying to return
to the roadway immediately. Move the -offad tiresout about one and a half to two feet
away from the pavement edge. When it is safe and speed is under control, turn the wheel
quickly about a quarter turn to the right or left as necessary. This lets the tire climb the
pavement edge and get back on thedway.

8.4.4. As soon as the front tires are back on the roadway, counter steer quickly to maintain
the proper lane.
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8.5. Brake Failure.

8.5.1. If the brakes fail and the failure is not related to engine failure, pump the brake pedal
rapidly (if vehicle has hydraulic brakes) to restore braking action long enough to get off the
highway.

8.5.2. If this does not work, apply steady pressure to thikipg brake that controls the rear
wheels. Be careful when using the parking brake to stop and be prepared to release the brake
if the rear wheels lock. Reapply the parking brake if needed. Downshifting the vehicle also
serves as a braking force.

8.5.3. Find an escape ramp or a safe exit from the highway. Communicate the emergency to
other drivers by sounding the horn and flashing the lights. In more extreme cases, more
severe methods may be required to slow the vehicle. An operator may have ltmguara
embankment; scrape against a curve; or drive into bushes, hedges, or other obstructions.

8.6. Breakdowns. In the event of a vehicle breakdown, follow these general guidelines:

8.6.1. Whether day or night, the GMV operator will always turn on fing-way flasher
warning lights. (T-0).

8.6.2. Place warning devices contained in the highway warning kit as prescribed in the kit
instructional manual. If the instructions are not with the kit, follow the procedures in
paragraph 8.10

8.6.3. Remove the vehicle from the main traveled portion of the road, if possible. If it is
impossible to get the vehicle off the road and it is obstructed from view by a curve or hill,
walk back along the shoulder of the road to a positihere it is possible to signal
approaching drivers to stop in time.

8.6.4. Do not attempt to make repairs on the vehicle while it is in an exposed position on the
road.

8.6.5. For disabled vehicles, GMV operators will notify Vehicle Management antehis/
unit through his/her chaiof-command.(T-1).

8.6.6. Flat tire. If the vehicle has a flat tire, it is possible to damage the tire beyond repair if
the operator continues to drive on it. The operator should gradually bring the vehicle to a
stop andjf possible, pull over to the side of the road.

Section 8@ Vehicle Fires

8.7. Preventing Vehicle Fires. There are several means to prevent vehicle fires. Below are
some, but not all precautions that should be taken by the GMV operator:

8.7.1. Refueling. Turn-off the engine during refueling. Do not allow smoking or open
flames within 50 feet of a vehicle during fueling or at an accident scene where there is danger
from spilled gasoline or other flammables. If tactical refueling, ensure irgfuathicle and
customer vehicle are bonded together prior to refueling. Keep the gasoline nozzle in contact
with the gas tank when fueling.
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8.7.2. Flares. When flares are authorized, issue instructions for their handling and storage
on the vehicle. %ice flares are a potential fire hazard, it is imperative that operators take the
prescribed precautions when handling them. Ignited flares will not be attached to a vehicle.
(T-0). Flares are prohibited on vehicles transporting explosives or flammabke ca

8.7.3. Transporting Flammable Cargo. Do not allow smoking within 50 feet of the
vehicle when transporting explosives or flammable cargo. Do not allow the vehicle to be
exposed to open flames or explosives when it is loaded with flammables oneeglos

8.7.4. Transporting Bulk Flammable Liquids. Vehicles designed for transporting bulk
flammable liquids will be permanently marked with warning sigiis0).

8.7.4.1.When a genergburpose vehicle is used to transport liquid fuels or other
dangeros car go, it is the operatords responsi
on the vehicle. When dispatched to transport dangerous cargo, ask a supervisor for
special instructions and warning signs for the vehicle.

8.7.4.2.Title 49 CFR Part 172Hazardous Materials Table, Special Provisions,
Hazardous Materials Communications, Emergency Response Information, Training
Requirements, and Security Plans prescribes the warning placards for vehicles
transporting hazardous cargo in the CONUS. Whenatipgroverseas, be sure to have

the required warning signs for all the countries in which driving is required.

8743. Take emergency measur es provided i n

Manufacturerds Operatordés Manlkakd when bul k

8.7.4.4.When dispensing fuel to another vehicle or a tank, a ground cable must be
secured to the dispensing vehicle and the vehicle or tank being filled (Grounding and
Bonding). (T-0).

8.8. Fighting Vehicle Fires. Due to the limited resources available for fighting a vehicle fire,
send for help from professional fire fighters when possible. Common firefighting equipment
usually consists of a hand fire extinguisher and any available natural materials (such aslsand a
water). Those resources, when applied at the start of a fire, have a good chance of bringing it
under control. However, if the fire is out of control, attempting to extinguish it with inadequate
equipment not only diminishes the possibility of sucttdlysextinguishing the fire, but it also
endangers the lives of the operator and others nearby.

8.8.1. When it is discovered that a vehicle is on fire: Pull the vehiclkthaffoad in an open

area away from buildings, trees, brush, vehicles, or any#isegthat might catch fire. Do

not pull into a service station. Notify the fire and police departments. Prevent the fire from
spreading. With an engine fire, tuoff the engine as soon as possible. Do not open the
hood if avoidable.

8.8.2. Use thecorrect type of fire extinguisher. -Bnd Grating extinguishers are designed
to work on electrical and liquid fires. The A, B, and C type extinguishers are designed to
work on burning wood, paper, and cloth; as well as electrical and liquid fires.



AFMAN24-306 30 JULY 2020 71

8.8.3 Know how to use the fire extinguisher. Stay far away as possible from the fire. Aim
at the source or the base of the fire, not up in the flames. Take a position upwind from the
fire. This can allow the wind to carry the extinguisher chemicals tdirdaelimiting the
possibility of the flames coming towards you, causing harm and interfering with
extinguishing attempts. Do not attempt to extinguish a fire if unfamiliar with firefighting
techniques and equipment.

8.8.4. Cargo fires in trucks and ilers are usually discovered by smell or observing smoke
escaping from around doors and/or from under the tarpaulin. Unless an adequate source of
firefighting equipment is available, do not open the cargo doors or remove the tarpaulin until
the vehicle ha been moved to a safe location where help (preferably from a fire department)
can be obtained. After help has been obtained, the doors may be opened cautiously or the
tarpaulin partially removed and the source of the fire determined. It may be nedessary
remove part of the cargo to find the source of the fire.

8.8.5. Tires that are not inflated properly generate excessive heat during operation. This
may result in the tires igniting, especially in dudieeled vehicles. Tires dragged along the
road sirface because of a locked wheel may begin to burn. Fires resulting from these
conditions may be prevented by keeping the tires properly inflated, recognizing any
difference in the performance of the vehicle that would indicate a locked wheel, and
promptly taking corrective action. If a tire does start burning, it may not be possible to
extinguish it with firefighting equipment. However; further damage may be prevented by
employing the following measures:

8.8.5.1. When possible, attempt to extinguiste tlire by covering it with sand, mud or
water.

8.8.5.2. When the wheel cannot be safely removed; drive the vehicle into sand, mud, or
water and cover any exposed parts with mud or a similar substance.

8.8.5.3. When the fire cannot be controlled by theoad procedures, use the vehicle
firefighting equipment or other suitable substance to prevent the fire from spreading. Do
not attempt to transport a burned tire on the vehicle unless the fire is completely
extinguished and the tire has cooled to normabierate.

Section 8® Roadside Tool Kits

8.9. Spare Tire and Tool Kit. The operator must ensure that the vehicle is equipped with the
proper tools in case of an emergency breakdo@itl). The vehicle should have a suitable
jack, lug wrench, and screwder; as well as any additional tools based on conditions (such as
bad weather, difficult terrain, warfare, and so forth). The unit Vehicle Control Official will
provide a spare tire, tool kit, and basic issue items for each velilclE).

8.10. Highway Warning Kit. This kit has reflectors that can be used in all cases where
warning is necessary (seeure 8.2).
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8.10.1. All Air Force GMVs, capable of carrying ten or more persons or with a rated
capacity of more thafour tons, will be equipped with approved highway warning Kits.

0). Vehicles of lesser capacity that regularly operate over public highways will also be
equipped with warning kits(T-0). These kits stay with vehicles regularly used on public
highways. Additional kits are stored with Ground Transportation. The kits are issued for
specific trips when required.

8.10.2. Convoys will be equipped with one kit for each ten vehicles, with a minimum of two
kits per convoy.(T-1). Of the total kits, aleast one will be carried in the trail vehic(@-

1). Instructions for use will accompany each kit when issu€b:1). The unit Vehicle
Control Official will furnish the highway warning kit IAW AFI 2801. (T-1).

Figure 8.2. Use of Highway Warning Kits.
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8.11. Use of Highway Warning Kit. Whenever a vehicle is inoperative or unable to move on a
traveled portion of any highway, the following instructions will be complied with immediately
(except in blackouts or within business or residential distmdbere traffic conditions do not
permit or warrant the placing of warning devicegl)-0).

8.11.1. Make every reasonable effort to move the vehicle from the traveled portion of the
roadway onto the shoulder if possible.

8.11.2. When lights are required (sunset to sunrise), place a reflector in the obstructed lane,
or on the shoulder of the road if the vehicle is on or over the shoulder, between the vehicle
and the approaching traffic using that lane. Do this before trying &ir riae vehicle. Place

the reflectors as follows:
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8.11.2.1.0ne reflector in the center of the lane of traffic occupied by the vehicle, not less
than 40 paces (about 100 feet) from the vehicle in the direction of traffic approaching in
that lane. If thevehicle is on or over the shoulder and does not occupy a traffic lane,
place the warning device alongside the edge of the roadway to avoid obstructing the
traffic lane.

8.11.2.2.0ne reflector on the traffic side of the vehicle 4 paces (about 10 fetsty¢ar,
in the direction of traffic approaching in that lane.

8.11.2.3.0ne reflector not less than 40 paces from the vehicle in the opposite direction.

8.11.2.4.1f the motor vehicle is stopped within 300 feet of a curve, crest of a hill, or
other olstruction to view, place one reflector no less than 40 paces or more than 120
paces from the vehicle to afford ample warning to other highway users.

8.11.2.5.When lights are not required (sunrise to sunset), place red flags or reflectors
with flags mounéd on them as prescribed for night. Since most warning kits contain

only two flags, the reflector placed 20 feet behind the vehicle will not have a flag

mounted on it.(T-1).

8.11.3. A basic vehicle highway warning kit containing three sets of refleaod two red

flags which are acceptable in most states. Some states also require items, such as flares in
the kit. However, vehicles transporting compressed gases, explosives, or flammable liquids
will use three red electric flashing lanterns insteadlaoks. (T-0). Check the kit and/or
additional items periodically to ensure compliance with local legal requirements.

Section 86 Off-Base Repair Service

8.12. Off-Base Repair Service.Vehicle Management can furnish local procedures and policies

forthe offbase area to be served by the installat]
vehicle needs service at an-bfise location and it is too far away to obtain practical vehicle
maintenance furnished from the base, proceed according to the inssuiiow:

8.121.Contact the vehicleds owning unit and Ve
the needed repair and to gain additional guidance and coordination pertaining to repair
services, dispatch support and vehicle recovery.

8.12.2. For most miwr repair services, use of the government credit card is authorized 1AW
with AFI 24-302.
Section 8 Accident Response

8.13. Initial Accident Response Procedureslf involved in an accident, always stop and assist.
Exception: The only possible exceptitmthis rule might be in combat or in case of military
necessity when operating under definite orders not to stop.

8.13.1. Assist in acquiring medical attention and/or authorities for the individuals involved
in the accident.

8.13.1.1.If anyone appearisjured, render first aid.



74 AFMAN24-306 30 JULY 2020

8.13.1.2. State laws require that police will be summoned to all motor vehicle accidents.
(T-0). The military cooperates with civil authorities that are responsible for investigating
all accidents on public highways.

8.13.1.3.1f in an area controlled by armed services police; send for them or ask someone
to do so. The armed services police must complete their own investigation of the
accident.(T-0). Cooperate and assist them in every way.

8.13.2. Whenever practical, th&MV operator or assistant operator (if present) will report
the accident to his/her unit commander using the ebacommand by telephone as soon as
duties at the scene of the accident have been complgted).

8.13.3. Emergency roadside repair invekl/replacing or repairing automotive accessories at
the point of breakdown. Repair is limited to the guidelines of the region responsible for the
installation Vehicle Management and the local installation policies. Repairs of this type
include tires, tubs, batteries, and automotive accessories. When government facilities are
nearby, use them (if possible) instead of commercial facilities. Vehicle Management will
normally advise an operator if a government facility is readily available or if a comimercia
source must be use(f-1). The operator may be held liable for the bill if this procedure is
not followed.

8.13.4. The person who signs for a government credit card is solely responsible for the
control and purchases made with the card. Credit amchpses must be substantiated with

a copy of the service station receigll-0). In addition to the information normally shown

on delivery receipts, ensure that the speedometer reading and the registration (or license)
number of the vehicle andtheoper or 6 s name, grade, and organi
The receipt must also show the credit card number; date of purchase; name and address of the
station; the grade, quantity, and price per gallon of fuel; and the total amount ch@rgyd.

Upon returning to the base, the operator will return the credit card issued and a copy of any

credit card receipts to Vehicle Manageme(it-1).

8.14. Precautions Against Further Accidents. After a motor vehicle accident, the vehicle or
vehicles involvedare frequently in dangerous locations. Often a crowd assembles around the
accident.

8.14.1. To prevent additional accidents, damage, or injury; be sure to post guards, flags,
flares, or lights (except in a blackout) to warn all other traffic to procéddcaution.

8.14.2. If civil or armed forces police are present, they will direct traffic-0). If Airmen
are present, they should be asked to act as guards.

8.14.3. Cargo, glass, or other debris spilled on the highway (as a result of the accident)
should be cleared from the road surface as soon as possible.

8.15. Removal of Vehicle From Accident Scene.

8.15.1. Moving the vehicle from the scene of the accident issgoed by laws or regulations

of the state or area where the accident occurred. Obtain all the necessary data relating to the
accident before moving the vehicle. If possible, the GMV operator or passengers should
document (drawing, marking, photographing,otherwise) the exact position of all vehicles

and objects before moving them.
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Section 8@ Preparation of Accident Forms

8.16. Preparation of Accident Forms. The following forms assist in documenting accidents:

8.16.1. DD Form 518 (Accident Identification Form ). The purpose of the DD Form 518
(Figure 8.3 is to give any persons involved in an accident all of the information required
from the military operator.

8.16.1.1.This form must be filled out at the scene of the accident or as promptly as
possible and given to the person directly concern@d0). If the accident involves a
parked vehicle and the person concerned is not present, place the DD Form 518 in the
vehicle or secw it on the windshield. Notify local authorities and then stand by the
scene of the accident for their arrival, if practical.

8.16.1.2. Disclosure of social security number is voluntary. Based on a failure to share
information, no disciplinary action Wibe taken in cases where the social security
number is not provided(T-0).

8.16.2.SF Form 91.Even t hough an accident 1s minor
operator must report it so facts are clearly presented and witnesses are ideffifi@d.

This protects the operator and the government against claims and exaggerations. For the
purpose of reporting an accident, use SF Form 91.

Figure 8.3. DD Form 518.
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8.16.2.1.In completing SF Form 91F{gure 8.4, Figure 8.5, Figure 8.6, Figure 8.7),
keep the following general instructions in mind:

8.16.2.2.Secure hardo-get facts first. The first responsibility of the operator, after
ensuring that the vehicle will not cause another accident, is that the injured are cared for,
and other precautions are takef(iT-1). The operator should also get the namaed
addresses of the people involved in the accident and of all withesses. |If this is not done
promptly, it may be impossible to later get the information.

8.16.2.3.Do not leave the scene of the accident until all pertinent facts concerning the
accidenthave been obtained. This information should include the following:

8.16.2.3.1.Condition of the road.
8.16.2.3.2.Position of the vehicles.
8.16.2.3.3.Amount of damage involved.

8.16.2.3.4.Any other information that may be relevant, but difficolrémember at a
later time.

8.16.2.4. After obtaining the information required for the report that may include
information from others, the operator should complete the sections of the SF Form 91. Be
exact. Be sure the report gives a clear picture of attaially happened.

8.16.2.4.1.1 f anot her vehicle is involved, t he
should show exactly where the vehicles were before and after the crash and exactly
what obstacles blocked either driveros vi

8.16.2.4.2.Every nameshould be spelled correctly and every street address listed by
number. On highways where there are no house numbers, use mileage markers,
power line or telephone pole numbers, or intersecting roads to pinpoint the location of
the accident.

8.16.2.4.3.State the visible damage (for example, crushed right rear wheel, bent or
broken axle, crumpled fender, and so on). If a party claims that damage has occurred,
but it is not visible to the operator, a note indicating this should be made.

8.16.2.4.4.Follow the same procedures with injuries. If an injury is visible, write it
down. If the injured party claims an injury that is not visible, make a note of the
injured partyds compl aint.

8.16.2.4.5.1f it is not possible to obtain the exact information onitem, write

Aunknown. O I f there is a section that dc¢
ANONE. 0 Make an entry in every blank, t
overlooked.

8.16.2.5.Never express an opinion (either orally or in writirtg) claimants or their
agents concerning liability, investigation findings, or the possibility of claim approval.

8.16.2.6.If more space is needed, use a separate sheet of paper to answer a question.
Write fisee attachedo iherepotandattach theexttayghedt h e ¢
firmly to the report form.
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8.16.2.7.Check each item. As an agent for the United States government, it is the
operatoré6és responsibility to ensure that
provided informabn does not seem legitimate, do not hesitate to further question the
other driver.

8.16.2.8.Any employee of a federal agency who fails to accurately report a motor
vehicle accident involving a federal vehicle may be subject to administrative action.

Figure 8.4. Sample Form of SF 91 (Page 1).
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Figure 8.5. Sample Form of SF 91 (Page 2).












































































































































































































